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Foreword

This handbook provides an introduction to Requirements Engineering based on the syllabus
version 3.0 for the Certified Professional for Requirements Engineering (CPRE)—Foundation
Level according to the IREB standard. It complements the syllabus and addresses three
groups of readers:

= Students and practitioners who want to learn about Requirements Engineering and
take the certification exam can use this handbook as a companion book to training
courses offered by training providers, as well as for self-study and individual
preparation for the certification exam. This handbook may also be used to refresh
existing knowledge about Requirements Engineering, for example, when preparing for
a CPRE Advanced Level course and exam.

= Training providers who offer trainings on the CPRE Foundation Level can use this
handbook as a complement to the syllabus for developing their training materials or
as a study text for the participants in their trainings.

= Professionals in industry who want to apply proven RE concepts and knowledge in
their practical work will find a wealth of useful information in this handbook.

This handbook also provides a link between the syllabus, which lists and explains the learning
objectives, and the literature on Requirements Engineering. Every chapter comes with
references to the literature and hints for further reading. The structure of the handbook
matches the structure of the syllabus.

The terminology used in this handbook is based on the CPRE Glossary of Requirements
Engineering Terminology [Glin2025]. We recommend downloading this glossary from the
IREB website and use it as a terminology reference.

You find more information about the CPRE certification program, including the syllabi,
glossary, examination regulations and sample exam questions on the IREB website at
https://www.ireb.org.

Both the authors and IREB have invested a significant amount of time and effort into
preparing, reviewing and publishing this handbook. We hope that you will enjoy studying this
handbook. If you detect any errors or have suggestions for improvement, please contact us

atinfo@ireb.org.

We would like to thank all people who contributed to the creation and publication of this
handbook. Karol Friihauf, Rainer Grau and Camille Salinesi carefully reviewed the manuscript
and provided valuable suggestions for improvement. Tracey Duffy did an English review. We
also thank the IREB Council Shepherds of this handbook, Xavier Franch and Frank Houdek,
for their feedback and support. Stefan Sturm provided encouragement and logistic support.
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Gender-neutral wording
We have deliberately refrained from using gender-specific formulations in this document.

It goes without saying that we at IREB support gender-sensitive formulations. However, we
also see the necessity to formulate complex matters in such a way that they can be easily
understood.

Texts that actually demand a masculine and feminine form would be less legible and thus
more difficult to understand.

However, the aim of this document is to present and communicate content precisely and
clearly. Since we want to help readers to keep the focus on the content, we deliberately use
only the masculine form of persons in this document.

This should not be taken as an expression of lack of respect.

Understanding the Text Boxes in this Handbook

The handbook includes four differently colored text boxes that complement the explanatory
text.

These are:

Definition (corresponding to the Glossary [G1lin2025])

Hint

Example

Expression
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1 Introduction and Overview

In this chapter, you will learn what Requirements Engineering (RE) is all about and the value
that RE brings.

1.1 Requirements Engineering: What

Since the beginning of human evolution, humans have been building technical and
organizational systems to support them in completing tasks or achieving objectives. With the
rise of engineering, humans have also started to build systems that automate human tasks.

Whenever humans decide to build a system to support or automate human tasks, they have
to figure out what to build. This means that they have to learn about the desires and needs of
the persons or organizations who will use the system, benefit from it, or be impacted by it. In
other words, they need to know about the requirements for that system. Requirements form
the basis for any development or evolution of systems or parts thereof. Requirements
always exist, even when they are not explicitly captured and documented.

The term requirement denotes three concepts [Glin2025]:

Definition 1.1. Requirement:
1. A need perceived by a stakeholder.
2. A capability or property that a system shall have.

3. A documented representation of a need, capability, or property.

A systematically represented collection of requirements—typically for a system—that
satisfies given criteria is called a requirements specification.

We distinguish between three kinds of requirements:

= Functional requirements concern a result or behavior that shall be provided by a
function of a system. This includes requirements for data or the interaction of a
system with its environment.

= Quality requirements pertain to quality concerns that are not covered by functional
requirements — for example, performance, availability, security, or reliability.

= Constraints are requirements that limit the solution space beyond what is necessary
to meet the given functional requirements and quality requirements.

Note that dealing with requirements for projects or development processes is outside the
scope of this handbook.

Distinguishing between functional requirements, quality requirements, and constraints is not
always straightforward. One proven way to differentiate between them is to ask for the
concern that a requirement addresses: if the concern is about required results, behavior, or
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interactions, we have a functional requirement. If it is a quality concern that is not covered by
the functional requirements, we have a quality requirement. If the concern is about
restricting the solution space but is neither a functional nor a quality requirement, we have a
constraint. The popular rule "What the system shall do = functional requirement vs. how the
system shall do it = quality requirement” frequently leads to misclassifications, particularly
when requirements are specified in great detail or when quality requirements are very
important.

For example, the requirement “The customer entry form shall contain fields for the
customer’s name and first name, taking up to 32 characters per field, displaying at least 24
characters, left-bound, with a 12 pt. sanserif font” is a functional requirement even though it
contains a lot of information about how. As another example, consider a system that
processes the measurement data produced by the detector of a high-energy particle
accelerator. Such detectors produce enormous quantities of data in real time. If you ask a
physicist "“What shall the system do?”, one of the first answers would probably be that the
system must be able to cope with the volume of data produced. However, requirements
concerning data volume or processing speed are quality requirements [Glin2007] and not
functional requirements.

When people take a systematic and disciplined approach to the specification and
management of requirements, we call this Requirements Engineering (RE). The following
definition of Requirements Engineering also reflects why we perform RE.

Definition 1.2. Requirements Engineering (RE):

The systematic and disciplined approach to the specification and
management of requirements with the goal of understanding the
stakeholders’ desires and needs and minimizing the risk of

delivering a system that does not meet these desires and needs.

The concept of stakeholders [GIWi2007] is a fundamental principle of Requirements
Engineering (see Chapter 2).

Definition 1.3. Stakeholder:
A person or organization who influences a system’s requirements or

who is impacted by that system.

Note that influence can also be indirect. For example, some stakeholders may have to follow
instructions issued by their managers or organizations.
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Following the definition in the CPRE RE glossary [Glin2025], we use the term systemin a
broad sense in this handbook:

Definition 1.4. System:
1. In general: a principle for ordering and structuring.
2. In engineering: a coherent, delimitable set of elements that-by

coordinated action—achieve some purpose.

Note that a system may comprise other systems or components as subsystems. The
purposes achieved by a system may be delivered by:

» Deploying the system at the place(s) where it is used
= Selling/providing the system to its users as a product
» Having providers who offer the system’s capabilities to users as services

We therefore use the term system as an umbrella term which includes products, services,
apps, or devices.

1.2 Requirements Engineering: Why

Developing systems (building new ones as well as evolving existing ones) is an expensive
endeavor and constitutes a high risk for all participants. At the same time, systems that have
practical relevance are too large for a single person to grasp intellectually. Therefore,
engineers have developed various principles and practices for handling the risk when
developing a system and for mastering the intellectual complexity. Requirements
Engineering provides the principles and practices for the requirements perspective.

Adequate Requirements Engineering (RE) adds value [Glin2016], [Glin2008] to the process of
developing a system:

= RE minimizes the risk of failure or costly modifications in later development stages.
The early detection and correction of wrong or missing requirements is much cheaper
than the correction of errors and rework caused by missing or wrong requirements in
later development stages or even after deployment of a system.

» RE eases the intellectual complexity involved in understanding the problem that a
system is supposed to solve and reflecting on potential solutions.

= RE provides a proper basis for estimating development effort and cost.

» REisaprerequisite for testing the system properly.

Typical symptoms of inadequate RE are missing, unclear, or wrong requirements due to:

= Development teams rushing right into implementing a system due to schedule
pressure

= Communication problems between parties involved—in particular, between
stakeholders and system developers and among the stakeholders themselves
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= The assumption that the requirements are self-evident, which is wrong in most cases
= People conducting RE activities without having adequate education and skills

1.3 Requirements Engineering: Where

Requirements Engineering can be applied to requirements for any kind of system. However,
the dominant application case for RE today involves systems in which software plays a major
role. Such systems consist of software components, physical elements (technical products,
computing hardware, devices, sensors, etc.), and organizational elements (persons,
positions, business processes, legal and compliance issues, etc.).

Systems that contain both software and physical components are called cyber-physical
systems.

Systems that span software, hardware, people, and organizational aspects are called socio-
technical systems.

Depending on the perspective taken, requirements occur in various forms:

System requirements describe how a system shall work and behave—as observed at the
interface between the system and its environment—so that the system satisfies its
stakeholders’ desires and needs. In the case of pure software systems, we speak of software
requirements.

Stakeholder requirements express stakeholders’ desires and needs that shall be satisfied by
building a system, seen from the stakeholders’ perspective.

User requirements are a subset of the stakeholder requirements. They cover the desires and
needs of the users of a system.

Domain requirements specify required domain properties of a socio-technical or cyber-
physical system.

Business requirements focus on the business goals, objectives, and needs of an organization
that shall be achieved by employing a system (or a collection of systems).

The forms of occurrence as presented above match those defined in the standard
[1SO29148], with the exception of domain requirements. Due to their importance, we treat
domain requirements as a form of their own. The role and importance of domain
requirements are discussed in Section 2.2, Principle 4.

1.4 Requirements Engineering: How

The major tasks in RE are the elicitation (Chapter 4), documentation (Chapter 3), validation
(Section 4.4), and management (Chapter 6) of requirements. Tool support (Chapter 7) can
help perform these tasks. Requirements analysis and requirements conflict resolution are
considered to be part of elicitation.

However, there is no universal process that describes when and how RE should be
performed when developing a system. For every system development that needs RE
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activities, a suitable RE process must be tailored from a broad range of possibilities. Factors
that influence this tailoring include, for example:

= The overall system development process—in particular, linear and plan-driven vs.
iterative and agile

= The development context—in particular, the relationship between the supplier, the
customer(s), and the users of a system

= The availability and capability of the stakeholders

There is also a mutual dependency between the requirements work products to be produced
(see Section 3.1) and the RE process to be chosen. More details are given in Chapter 5.

1.5 The Role and Tasks of a Requirements Engineer

In practice, very few people have the job title Requirements Engineer. We consider people to
act in the role of a Requirements Engineer when they:

= Elicit, document, validate, and/or manage requirements as part of their duties

= Have in-depth knowledge of RE, which enables them to define RE processes, select
appropriate RE practices, and apply these practices properly

= Are able to bridge the gap between the problem and potential solutions

The role of Requirements Engineer is part of several job functions defined by organizations.
For example, business analysts, application specialists, product owners, systems engineers,
and even developers may act in the role of a Requirements Engineer. Having RE knowledge
and skills is also useful for many other professionals—for example, designers, testers, system
architects, or CTOs.

1.6 What to Learn about Requirements Engineering

The set of skills that a Requirements Engineer must learn consists of various elements. The
foundational elements are covered in the subsequent chapters of this handbook.

Beyond technical and analytical skills, a Requirements Engineer also needs what are referred
to as soft skills: the ability to listen, moderate, negotiate, and mediate, as well as empathy for
stakeholders and openness to the needs and ideas of others.

RE is governed by a set of fundamental principles that apply to all tasks, activities, and
practices of RE. These principles are presented in Chapter 2.

Requirements can be documented in various forms. Various work products can be created
at different levels of maturity and detail, from rather informal and temporary ones to very
detailed and structured work products that adhere to strict representation rules. It is
important to select work products and forms of documentation that are adequate for the
situation at hand and to create the chosen work products properly. Work products and
documentation practices are presented in Chapter 3.
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Requirements can be elaborated (i.e., elicited and validated) with various practices. A
Requirements Engineer must be able to select the practices that are best suited in a given
situation and apply these practices properly. Elaboration practices are presented in
Chapter 4.

Understanding possible processes and working structures enables Requirements Engineers
to define a way of working that fits with the specific needs of the system development
situation at hand. Processes and working structures are presented in Chapter 5.

Existing requirements can be managed with various practices. Requirements Engineers
should be able to understand which requirements management practices support them for
which tasks. Management practices are presented in Chapter 6.

Tools make RE more efficient. Requirements Engineers need to know how RE tools can
support them and how to select a suitable tool for their situation. Tool support is discussed
briefly in Chapter 7.

1.7 Further Reading

The RE terminology used in this handbook is defined in the CPRE Glossary of Requirements
Engineering Terminology [Glin2025]. Glinz and Wieringa [GIWi2007] explain the notion of
stakeholders. Lawrence, Wiegers, and Ebert [LaWE2001] briefly discuss the risks and pitfalls
of RE.

Gause and Weinberg [GaWe1989] wrote one of the first textbooks on RE, which is still worth
looking at. Pohl [Pohl2010], Robertson and Robertson [RoR02012] and Wiegers and Beatty
[WiBe2013] are popular textbooks on RE. The course notes of Glinz [Glin2019] provide a
slide-based introduction to RE. The textbook by van Lamsweerde [vLam?2009] presents a
goal-oriented approach to RE. Jackson [Jack1995] contributes an insightful collection of
essays about software requirements.

There are also textbooks in languages other than English. For example, Badreau and
Boulanger [BaBo2014] have written an RE textbook in French. The books by Ebert
[Eber2022], Pohl and Rupp [PoRu2021], and Rupp [Rupp2020] are popular RE textbooks
written in German. [CLSZ2021] is a textbook in Dutch.

[PoRu2021] and [CLSZ2021] are aligned with version 3.2 of the CPRE Foundation Level
Syllabus. Note that [PoRu2015], which was the official textbook for the IREB CPRE
Foundation Level version 2.2, is no longer aligned with the current version of the CPRE
Foundation Level Syllabus.
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2 Fundamental Principles of Requirements
Engineering

In this chapter, you will learn about nine basic principles of Requirements Engineering (RE).

2.1 Overview of Principles

RE is governed by a set of fundamental principles that apply to all tasks, activities, and
practices in RE. A task is a coherent chunk of work to be done (for example, eliciting
requirements). An activity is an action or a set of actions that a person or group performs to
accomplish a task (for example, identifying stakeholders when eliciting requirements). A
practice is a proven way of how to carry out certain types of tasks or activities (for example,
using interviews to elicit requirements from stakeholders).

The principles listed in Table 2.1 form the basis for the practices presented in the subsequent
chapters of this handbook.

Table 2.1 Nine fundamental principles of Requirements Engineering
1. Value orientation: Requirements are a means to an end, not an end in itself
2. Stakeholders: RE is about satisfying the stakeholders’ desires and needs
3. Shared understanding: Successful systems development is impossible without a common basis
4. Context: Systems cannot be understood in isolation
5. Problem, requirement, solution: An inevitably intertwined triple
6. Validation: Non-validated requirements are useless
7.  Evolution: Changing requirements are no accident, but the normal case
8. Innovation: More of the same is not enough

9. Systematic and disciplined work: We can’t do without in RE

2.2 The Principles Explained

2.2.1 Principle 1 - Value orientation: Requirements are a
means to an end, not an end in itself

The act of writing requirements is not a goal by itself. Requirements are useful—and the
effortinvested in Requirements Engineering is justified—only if they add value
[Glin2016], [Glin2008], cf. Section 1. 2. We define the value of a requirement as being its

benefit minus its cost. The benefit of a requirement is the degree to which it contributes to

:F“E Foundation Level | Handbook | © IREB 16 | 161




building successful systems (that is, systems that satisfy the desires and needs of their
stakeholders) and to reducing the risk of failure and costly rework in system development.
The cost of a requirement amounts to the cost for eliciting, validating, documenting, and
managing it.

Reducing the risk of rework during development is a constituent part of the benefit of a well-
crafted requirement. Detecting and fixing a missed or wrong requirement during
implementation or when the system is already in operation can easily cost one or two orders
of magnitude more than specifying that requirement properly right from the beginning.
Consequently, a significant amount of the benefit of requirements comes from costs saved
during the implementation and operation of a system.

In other words, the benefits of RE are often long-term benefits, whereas the costs are
immediate. This must be kept in mind when setting up a new project. Reducing costs in the
short term by spending less for RE has a price: it considerably increases the risk of expensive
rework in later stages of the project.

The value of Requirements Engineering can be considered to be the cumulative value of the
requirements specified. As customers typically pay for systems to be implemented, but not
for the requirements needed to do that, the economic value of RE is mostly an indirect one.
This effect is reinforced by the fact that the benefit of requirements that stem from reduced
rework costs is an indirect one: it saves costs during implementation and operation.

The economic effects of Requirements Engineering are mostly indirect ones; RE as such just
costs.

To optimize the value of a requirement, Requirements Engineers have to strike a proper
balance between the benefit and the cost of a requirement. For example, eliciting and
documenting a stakeholder’s need as a requirement eases the communication of this need
among all parties involved. This increases the probability that the system to be built will
eventually satisfy this need, which constitutes a benefit. The less ambiguously and the more
precisely the requirement is stated, the higher its benefit, because this reduces the risk of
costly rework due to misinterpretation of the requirements by the system architects and
development teams. On the other hand, increasing the degree of unambiguity and precision
of a requirement also increases the cost involved in eliciting and documenting the
requirement.

Actually, the amount of RE required to achieve requirements with optimal value depends on
numerous factors given by the specific situation in which requirements are being created
and used. Obviously, the risk of building a system that eventually does not satisfy the desires
and needs of its stakeholders, which may result in failure or costly rework, is the driving force
that determines the amount of RE required. First and foremost, the criticality of every
requirement should be assessed in terms of the importance of the stakeholder(s) who state
the requirement (see Principle 2) and the impact of missing the requirement (Figure 2.1).
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Figure 2.1 Assessing the criticality of a requirement [G1in2008]

In addition, the following influencing factors should be considered:

= Effort needed to specify the requirement

= Distinctiveness of the requirement (how much it contributes to the success of the
overall system)

= Degree of shared understanding between stakeholders and developers and among
stakeholders

= Existence of reference systems (that can serve as a specification by example)

= Length of feedback cycle (the time between getting a requirement wrong and
detecting the error)

= Kind of customer-supplier relationship

= Regulatory compliance required

We summarize this issue in two rules of thumb:

= The optimal amount of RE to be invested depends on the specific situation and is
determined by many influencing factors.

» The effortinvested into RE should be inversely proportional to the risk you are willing
to take.

2.2.2 Principle 2 - Stakeholders: RE is about satisfying
the stakeholders’ desires and needs

The eventual goal of building a system is that the system, when it is used, solves problems
that its users need to solve and satisfies the expectations of further people—for example,
those who have ordered and paid for the system, or those who are responsible for security in
the organization that uses the system. Therefore, we have to figure out the needs and
expectations of the people who have a stake in the system, the system’s stakeholders
[GIWi2007]. The core goals of RE are understanding the stakeholders’ desires and needs and
minimizing the risk of delivering a system that does not meet these desires and needs; see
Definition 1.2 in Section 1. 2.
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Every stakeholder has a role in the context of the system to be built—for example, user,
client, customer, operator, or regulator. Depending on the RE process used, the developers
of a system can also be stakeholders. This is frequently the case in agile and in market-
oriented development. A stakeholder may also have more than one role at the same time.
For every relevant stakeholder role, suitable people acting in this role must be selected as
representatives.

For stakeholder roles with too many individuals or when individuals are unknown, personas
(fictitious characters that represent a group of users with similar characteristics) can be
defined as a substitute. For systems that are already in use, users who provide feedback
about the system or ask for new features should also be considered as stakeholders.

It makes sense to classify the stakeholders into three categories with respect to the degree
of influence that a stakeholder has on the success of the system:

= Critical: not considering these stakeholders will result in severe problems and
probably make the system fail or render it useless.

= Major: not considering these stakeholders will have an adverse impact on the success
of the system but not make it fail.

= Minor: not considering these stakeholders will have no or minor influence on the
success of the system.

This classification is helpful when assessing the criticality of a requirement (see Figure 2.1)
and when negotiating conflicts between stakeholders (see below).

It is not sufficient to consider only the requirements of end users and customers. Doing this
would mean that we might miss critical requirements from other stakeholders, which can
easily lead to development projects that fail or overrun their budgets and deadlines.

Involving the right people in the relevant stakeholder roles is crucial for successful RE.

Practices for identifying, prioritizing, and working with stakeholders are discussed in
Chapter 4.

Stakeholders in different roles naturally have different viewpoints [NuKF2003] of a system
to be developed. For example, users typically want a system to support their tasks in an
optimal way, the managers who order the system want to get it at a reasonable cost, and the
organization’s chief security officer cares primarily about the security of the system. Even
stakeholders in the same role may have different needs. For example, in the group of end
users, casual users have user interface requirements that may differ strongly from those of
professional users.

As a consequence, it is not sufficient to just collect requirements from stakeholders. It is vital
to identify inconsistencies and conflicts between the requirements of different stakeholders
and to resolve theseg, be it by finding a consensus, by overruling, or by specifying system
variants for stakeholders who factually have different needs; see Section 4. 3.
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2.2.3 Principle 3 - Shared understanding: Successful
systems development is impossible without a common basis

System development, including RE, is a multi-person endeavor. To make such an endeavor a
success, the people involved need a shared understanding of the problem and the
requirements that stem from it [GIFr2015].

RE creates, fosters, and secures shared understanding between and among the parties
involved: stakeholders, Requirements Engineers, and developers. We distinguish between
two forms of shared understanding:

= Explicit shared understanding is achieved through carefully elicited, documented, and
agreed requirements. This is the primary goal of RE in plan-driven processes.

» Implicit shared understanding is based on shared knowledge about needs, visions,
context, etc. When requirements are not fully specified in writing, reliance on implicit
shared understanding is key. This is particularly the case in any form of agile RE.

Both implicit and explicit shared understanding may be false, meaning that people believe
that they have a shared understanding of an issue but in fact interpret this issue in different
ways. Therefore, we can never rely blindly on shared understanding. Instead, the task of RE is
to create and foster shared understanding and also secure it—that is, assess whether there is
a true shared understanding. To limit the effort for archeving this, it is vital to concentrate on
shared understanding about relevant things—that is, those aspects that lie within the context
boundary of a system (cf. Principle 4).

We need a swing in
the garden for our
kids.

C:%:D C:§:>

True implicit shared understanding: O (@) True explicit shared understanding:
+ The concept of a swing O + For their children

+ Mounted onatree + Located in their garden

False implicit shared understanding: Missed requirement despite shared
understanding:

+ The material of the swing
. + The branch has to be strong enough
True, but irrelevant implicit shared understanc Allce Bart

« Mounting the swing on this branch of the tree

Figure 2.2 Different situations of shared understanding-illustrated with an example of a couple

that wants to install a swing for their children
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Even with a perfect shared understanding, important requirements may still be missed
because nobody considered them. Figure 2.2 illustrates different situations of shared
understanding with a simple example of a couple that wants to install a swing in their garden
for their children [Glin2012]. The sticky note in the middle symbolizes a written specification.

Proven practices for achieving shared understanding include working with glossaries
(Section 3.5), creating prototypes (Section 3. 7), or using an existing system as a reference
point.

The main means for assessing true explicit shared understanding in RE is thoroughly
validating all specified requirements (cf. Principle 6 and Section 4. 4). Practices for assessing
implicit shared understanding include providing examples of expected outcomes, building
prototypes, or estimating the cost of implementing a requirement. The most important
practice for reducing the impact of false shared understanding is using a process with short
feedback loops (Chapter 5).

There are factors that constitute enablers or obstacles of shared understanding. For
example, enablers are:

= Domain knowledge

= Domain-specific standards

= Previous successful collaboration

= Existence of reference systems known by all people involved
= Shared culture and values

= |nformed (not blind!) mutual trust

Obstacles are:

» Geographic distance

= Supplier-customer relationship guided by mutual distrust
= Qutsourcing

= Regulatory constraints

» Large and diverse teams

= High turnover among the people involved

The lower the probability and impact of false shared understanding and the better the ratio
between enablers and obstacles, the more RE can rely on implicit shared understanding.
Conversely, the fewer enablers and the more obstacles to shared understanding we have and
the higher the risk and impact of false shared understanding for a requirement, the more such
requirements have to be specified and validated explicitly.
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2.2.4 Principle 4 - Context: Systems cannot be understood
in isolation

Requirements never come in isolation. They refer to systems that are embedded in a
context. While the term context in general denotes the network of thoughts and meanings
needed for understanding phenomena or utterances, it has a special meaning in RE.

Definition 2.1. Context (in RE):
The part of a system’s environment being relevant for understanding

the system and its requirements.

When determining the context of a system, we restrict our considerations to the application
domain that the system is embedded in. There are two boundaries that delimit a system’s
context: the system boundary and the context boundary [Pohl2010] (see Figure 2.3).

Definition 2.2. Context boundary:
The boundary between the context of a system and those parts of the
application domain that are irrelevant for the system and its

requirements.

The context boundary separates the relevant part of the environment of a system to be
developed from the irrelevant part—that is, the part that does not influence the system to be
developed and, thus, does not have to be considered during Requirements Engineering.

Definition 2.3. System boundary:

The boundary between a system and its surrounding context.

The system boundary delimits the system as it shall be after its implementation and
deployment. The system boundary is often not clear initially and it may change over time.
Clarifying the system boundary and defining the external interfaces between a system and
the elements in its context are genuine RE tasks.

The system boundary frequently coincides with the scope of a system development.
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Definition 2.4. Scope:
The range of things that can be shaped and designed when developing

a system.

Sometimes, however, the system boundary and its scope do not match (see Figure 2.3).
There may be components within the system boundary that have to be reused as they are
(i.e., they cannot be shaped or designed), which means that they are out of scope. On the
other hand, there may be things in the system context that can be re-designed when the
system is developed, which means that they are in scope.

As the external interfaces reside at the system boundary, RE must determine which of these
interfaces are in scope (that means, they can be shaped and designed in the development
process) and which ones are given and out of scope.

It is not sufficient to consider just the requirements within the system boundary.

First, when the scope includes parts of the system context, as shown in Figure 2.3, context
changes within the scope may impact the system’s requirements. For example, when a
business process shall be partially automated by a system, it may be useful to adapt the
process in order to simplify its automation. Obviously, such adaptation impacts the
requirements of the system.

Rest of the world

Application domain

Context

Context boundary

System boundary

Figure 2.3 System, context, and scope

Second, there may be real-world phenomena in the system context that a system shall
monitor or control. Requirements for such phenomena must be stated as domain
requirements and must be adequately mapped to system requirements. For example,
consider the software system that controls the automatic gearbox of a car. Obviously, the
context of this system includes the car that is controlled by the system. In any car equipped
with an automatic gearbox, there is a requirement that the parking position can be engaged
only when the car is not moving. When considering the control system of the gearbox, this
requirement resides in the system context, that means, it is a domain requirement. In order to
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satisfy this requirement, the control system needs to know whether or not the car is moving.
However, the control system cannot sense this phenomenon directly. Hence, the real-world
phenomenon “car is not moving” must be mapped to a phenomenon that the control system
can sense—for example, input from a sensor that creates pulses when a wheel of the car is
spinning. The domain requirement concerning engaging the parking position is then mapped
to a system requirement such as “The gearbox control system shall enable the engagement
of the parking position only if no pulses are received from the wheel spinning sensors.”

Third, there may be requirements that cannot be satisfied by any system implementation
unless certain domain requirements and domain assumptions in the context of the system
hold. Domain assumptions are assumptions about real-world phenomena in the context of a
system. For example, consider an air traffic control system (ATS). The requirement "R1: The
ATS shall maintain accurate positions for all aircraft controlled by the system” is an
important system requirement. However, this requirement can be met only if the radar in the
context of the ATS satisfies the requirements of correctly identifying all aircraft in the
airspace controlled by the radar and correctly determining their position. In turn, these
requirements can be satisfied only if all aircraft spotted by the radar respond properly to the
interrogation signals sent by the radar.

Furthermore, requirement R1 can be met only if certain domain assumptions in the context
of the ATS hold—for example, that the radar is not jammed by a malicious attacker and that
no aircraft are flying at an altitude that is lower than the radar can detect.

RE goes beyond considering the requirements within the system boundary and defining the
external interfaces at the system boundary. RE must also deal with phenomena in the system
context.

Consequently, RE must also consider issues in the system context:

= If changes in the context may occur, how do they impact the requirements for the
system?

= Which requirements in the real-world context are relevant for the system to be
developed?

= How can such real-world requirements be mapped adequately to requirements for
the system?

=  Which assumptions about the context must hold such that the system will work
properly and the requirements in the real world will be met?

2.2.5 Principle 5 - Problem, requirement, solution: An
inevitably intertwined triple

Problems, their solutions, and requirements are closely and inevitably intertwined
[SwBa1982]. Every situation in which people are not satisfied with the way they are doing
things can be considered as the occurrence of a problem. In order to eliminate that problem,
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a socio-technical system may be developed and deployed. Requirements for that system
must be captured in order to make the system an effective solution to the problem.
Specifying requirements does not make sense if there is no problem to solve or if no solution
will be developed. Neither does it make sense to develop a solution that is searching for a
problem to solve or for requirements to satisfy.

It is important to note that problems, requirements, and solutions do not necessarily occur in
this order. For example, when designing an innovative system, solution ideas create user
needs that have to be worked out as requirements and implemented in an actual solution.

Problems, requirements, and solutions can be intertwined in many ways:

= Hierarchical intertwinement: when developing large systems with a multi-level
hierarchy of subsystems and components, high-level requirements lead to high-level
design decisions, which in turn inform lower-level requirements that lead to lower-
level design decisions, etc.

= Technical feasibility: specifying non-feasible requirements is a waste of effort;
however, it may only be possible to assess the feasibility of a requirement when
exploring technical solutions.

= Validation: prototypes, which are a powerful means for validating requirements,
constitute partial solutions of the problem.

= Solution bias: different stakeholders may envisage different solutions for a given
problem, with the consequence that they specify different, conflicting requirements
for that problem.

The intertwinement of problems, requirements, and solutions also has consequences for the
development process for a system:

= Strictly separating RE from system design and implementation activities is rarely
possible. Therefore, strict waterfall development processes do not work well.

» Nevertheless, Requirements Engineers aim to separate problems, requirements, and
solutions from each other as far as possible when thinking, communicating, and
documenting. This separation of concerns makes RE tasks easier to handle.

Despite the inevitable intertwinement of problems, requirements, and solutions, Requirements
Engineers strive to separate requirements concerns from solution concerns when thinking,
communicating, and documenting.

2.2.6 Principle 6 - Validation: Non-validated requirements
are useless

When a system is developed, the final system deployed shall satisfy the stakeholders’
desires and needs. However, performing this check at the very end of development is very
risky. In order to control the risk of unsatisfied stakeholders from the beginning, validation of
requirements must start during RE (see Figure 2.4).
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Figure 2.4 Validation [G1in2019]

Definition 2.5. Validation:
The process of confirming that an item (a system, a work product,

or a part thereof) matches its stakeholders’ needs.

In RE, validation is the process of confirming that the documented requirements match the
stakeholders’ needs; in other words, confirming whether the right requirements have been
specified.

Validation is a core activity in RE: there is no specification without validation.

When validating requirements, we have to check whether:

= Agreement about the requirements has been achieved among the stakeholders
(conflicts resolved, priorities set)

» The stakeholders’ desires and needs are adequately covered by the requirements

= The domain assumptions (see Principle 4 above) are reasonable—that is, we can
expect that these assumptions can be met when the system is deployed and
operated

Practices for validating requirements are discussed in Section 4. 4.
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2.2.7 Principle 7 - Evolution: Changing requirements are no
accident, but the normal case

Every technical system is subject to evolution. Needs, businesses, and capabilities change
continuously. As a natural consequence, the requirements for systems that are expected to
satisfy needs, support businesses, and use technical capabilities will also change. Otherwise,
such systems and their requirements progressively lose their value and eventually become
useless.

A requirement may change while Requirements Engineers are still eliciting other
requirements, when the system is under implementation, or when it is deployed and being
used.

There are many reasons that lead to requests to change a requirement or a set of
requirements for a system, for example:

= Changed business processes

= Competitors launching new products or services

= Clients changing their priorities or opinions

= Changes in technology

» Feedback from system users asking for new or changed features

= Detection of errors in requirements or detection of faulty domain assumptions

Requirements may also change due to feedback from stakeholders when validating
requirements, due to the detection of faults in previously elicited requirements, or due to
changed needs.

As a consequence, Requirements Engineers must pursue two seemingly contradictory goals:

= Permit requirements to change, because trying to ignore the evolution of
requirements would be futile.

= Keep requirements stable, because without some stability in the requirements, the
cost for change can become prohibitively high. Also, development teams cannot
develop systematically if requirements change on a daily basis.

Requirements Engineers need to manage the evolution of requirements. Otherwise, the
evolution will manage them.

Change processes for requirements that address both goals are discussed in Section 6. 7.
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2.2.8 Principle 8 - Innovation: More of the same is not
enough

While RE is concerned with satisfying the stakeholders’ desires and needs, Requirements
Engineers who just play the role of the stakeholders’ voice recorder, specifying exactly what
the stakeholders tell them, are doing the wrong job. Giving stakeholders exactly what they
want means missing out on the opportunity of doing things better than before.

For example, imagine the following scenario. An insurance company wants to renew the
reporting system for its agents. The most frequently used report is a table with 18 columns,
which is about twice as wide as the screen when displayed on the agents’ laptop computers.
Viewing this report thus requires a lot of scrolling. The stakeholders therefore want to be able to
zoom in the report, using plus and minus buttons on the screen. In this situation, good
Requirements Engineers will not just record this as a requirement. Instead, they will start to ask
questions. It turns out that the company is going to replace the agents’ laptops with tablets.
Hence, implementing two-finger gestures instead of the required buttons will make zooming
much easier. Furthermore, it turns out that three columns in the report can be eliminated with a
slight change to the reporting rules, which the company agrees to make. Also, only six columns
of the report are always needed; the remaining columns are used only in special cases.

Taking this into account, the Requirements Engineers would suggest that the stakeholders
require that (1) the report shall show the same information as in the current system, minus
the content of the three eliminated columns; (2) when the report is opened, only the six
important columns are displayed in full width, while the other columns are collapsed to
minimal width; and (3) that agents can expand a collapsed column by tapping its header (and
collapse it again with another tap).

This way, the agents will get a system that does not simply add a workaround for viewing an
oversized report. Instead, the system will solve the agents’ problem with an innovative
feature for filtering information and will also feature an intuitive means of zooming.

This is how innovation emerges. Good Requirements Engineers are innovation-aware: they
strive not just to satisfy stakeholders but to make them happy, excited, or feel safe
[KSTT1984]. At the same time, they avoid the trap of believing that they know everything
better than the stakeholders do.

Good Requirements Engineers go beyond what their stakeholders tell them.

On a small scale, RE shapes innovative systems by striving for exciting new features and
ease of use. Beyond that, Requirements Engineers also need to look for the big picture,
exploring with the stakeholders whether there are any disruptive ways of doing things,
leading to large-scale innovation [MaGR2004].

Section 4.2 discusses several techniques for fostering innovation in RE.
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2.2.9 Principle 9 - Systematic and disciplined work: We
can’t do without in RE

RE is not an art but a discipline, which calls for RE to be performed in a systematic and
disciplined way. Regardless of the process(es) used to develop a system, we need to employ
suitable RE processes and practices for systematically eliciting, documenting, validating,
and managing requirements. Even when a system is developed in an ad hoc fashion, a
systematic and disciplined approach to RE (for example, by systematically fostering shared
understanding, see Principle 3) will improve the quality of the resulting system.

Agility and flexibility are not valid excuses for an unsystematic, ad hoc style of work in RE.

However, there is neither a universal RE process nor a universal set of RE practices that work
well in every given situation or at least in most situations: there is no “one size fits all” in RE.

Systematic and disciplined work means that Requirements Engineers:

= Configure an RE process that is well suited for the problem at hand and fits well with
the process used for developing the system (see Chapter 5).

= From the set of RE practices and work products available, select those that are best
suited for the given problem, context, and working environment (see Chapters 3, 4
and 6).

= Do not always use the same process, practices, and work products.

= Do notreuse processes and practices from past successful RE work without
reflection.

2.3 Further Reading

Glinz [Glin2008] discusses the value of quality requirements and of requirements in general
[Glin2016].

Glinz and Wieringa [GIWi2007] explain the notion and importance of stakeholders.
Glinz and Fricker [GIFr2015] discuss the role and importance of shared understanding.

The papers by Jackson [Jack1995b] and Gunter et al. [GGJZ2000] are fundamental for the
problem of requirements in context. The role of context in RE is also discussed by Pohl
[Pohl2010].

Gause and Weinberg [GaWe1989] discuss the interdependence of problems and solutions.
Swartout and Balzer [SwBa1982] were the first to point out that creating a complete
specification before starting implementation is rarely possible.

Validation is covered in any RE textbook. Griinbacher and Seyff [GrSe2005] discuss how to
achieve agreement by negotiating about requirements.
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Kano et al. [KSTT1984] were among the first to stress the role of innovation. Maalej, Nayebi,
Johann, and Ruhe [MNJR2016] discuss the use of explicit and implicit user feedback for RE.
Maiden, Gitzikis, and Robertson [MaGR2004] discuss how creativity can foster innovation in
RE. Gorschek et al. [GFPK2010] outline a systematic innovation process.
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3 Work Products and Documentation Practices

Traditional Requirements Engineering (RE) calls for the writing of a comprehensive,
complete, and unambiguous requirements specification [IEEE830], [Glin2016]. While it is still
appropriate to create fully-fledged requirements specifications in many cases, there are
also many other cases where the cost of writing such specifications exceeds their benefit.
For example, fully-fledged requirements specifications are useful or even necessary when
tendering or outsourcing the design and implementation of a system or when a system is
safety-critical and regulatory compliance is required. On the other hand, where stakeholders
and developers join forces to define and develop a system iteratively, writing a
comprehensive requirements specification does not make sense. It is therefore vital in RE to
adapt the documentation to the project context and to select work products for
documenting requirements and requirements-related information that yield optimal value
for the project.

In this chapter, you will learn about the typical RE work products and how to create them.

3.1 Work Products in Requirements Engineering

There are a variety of work products that are used in RE.

Definition 3.1. Work product:
A recorded intermediate or final result generated in a work

process.

We consider the term artifact as a synonym for work product. We prefer the term work
product over artifact to express the connotation that a work product is the result of work
performed in a work process.

According to this definition, an RE work product can be anything that expresses
requirements, from a single sentence or diagram to a system requirements specification
that covers hundreds of pages, or requirements-related information such as a glossary. It is
also important to note that a work product may contain other work products.

3.1.1 Characteristics of Work Products

Work products can be characterized by the following facets: purpose, size, representation,
lifespan, and storage.

Table 3.1 gives an overview of typical work products used in RE along with their respective
purpose (that is, what the work product specifies or provides) and typical size. The table is
structured into four groups: work products for single requirements, coherent sets of
requirements, documents or documentation structures, and other work products.
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There are many different ways to represent a work product. In RE, representations based on
natural language, templates, and models are of particular importance. These are discussed in
Sections 3.2, 3.3, and 3.4, respectively. There are further representations, such as drawings
or prototypes, which are covered in Section3.7.

Every work product has a lifespan. This is the period of time from the creation of the work
product until the point where the work product is discarded or becomes irrelevant. We
distinguish between three categories of work products with respect to lifespan: temporary,
evolving, and durable work products.

Temporary work products are created to support communication and create shared
understanding (for example, a sketch of a user-system interaction created in a workshop).
Temporary work products are discarded after use; no metadata is kept about these work
products.

Evolving work products emerge in several iterations over time (for example, a collection of
user stories that grows in both the number of stories and the story content). Some metadata
(at least the owner, status, and revision history) should be kept for every evolving work
product. Depending on the importance and status of a work product, change control
procedures need to be applied when modifying an evolving work product.

Durable work products have been baselined or released (for example, a requirements
specification that is part of a contract or a sprint backlog that is implemented in a given
iteration). A full set of metadata must be kept to manage the work product properly and an
elaborate change process must be followed to change a durable work product (Chapter 6).

A temporary work product may become an evolving one when Requirements Engineers
decide to keep a work product and develop it further. In this case, some metadata should be
added in order to keep the evolution of the work product under control. When an evolving
work product is baselined or released, it changes its lifespan status from evolving to durable.
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Single requirements

Individual requirement

User story

Coherent sets of requirements

Use case

Graphic model

Task description

External interface
description

Epic

Feature

Table 3.1 Overview of RE work products

A single requirement, typically in textual form

A function or behavior from a stakeholder’s perspective

A system function from an actor’s or user’s perspective

Various aspects, for example, context, function, behavior
(see Section 3.4)

A task that a system shall perform

The information exchanged between a system and an

actor in the system context

A high-level view of a stakeholder need

A distinguishing characteristic of a system

Documents or documentation structures

System requirements
specification**

Product and sprint
backlog

Story map

Vision

Other work products
Glossary

Textual note or graphic
sketch

Prototype

A comprehensive requirements document

A list of work items, including requirements

A visual arrangement of user stories

A conceptual imagination of a future system

Unambiguous and agreed common terminology

A memo for communication and understanding

A specification by example, particularly for
understanding, validating, and negotiating about
requirements

S-M

S-M

S-M

L-XL

S-L

*: S: Small, M: Medium, L: Large, XL: Very large
**: Other examples are: business requirements specification, domain requirements
specification, stakeholder/user requirements specification or software requirements

specification
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Nowadays, most work products are stored electronically as files, in databases, or in RE tools.
Informal, temporary work products may also be stored on other media—for example, paper
or sticky notes on a Kanban board.

3.1.2 Abstraction Levels

Requirements and their corresponding work products occur at various abstraction levels—
from, for example, high-level requirements for a new business process, down to
requirements at a very detailed level, such as the reaction of a specific software component
to an exceptional event.

Business requirements, domain requirements, and stakeholder/user requirements typically
occur at a higher level of abstraction than system requirements. When a system consists of
a hierarchy of subsystems and components, we have system requirements at the
corresponding abstraction levels for subsystems and components.

When business requirements and stakeholder requirements are expressed in durable work
products—such as business requirements specifications, stakeholder requirements
specifications, or vision documents—they precede the specification of system requirements.
For example, in contractual situations, where a customer orders the development of a
system from a supplier, the customer frequently creates and releases a stakeholder
requirements specification. The supplier then uses this as the basis for producing a system
requirements specification. In other projects, business requirements, stakeholder
requirements, and system requirements may co-evolve.

Some work products, such as individual requirements, sketches, or process models, occur at
all levels. Other work products are specifically associated with certain levels. For example, a
system requirements specification is associated with the system level. Note that an
individual requirement at a high abstraction level may be refined into several detailed
requirements at more concrete levels.

The choice of the proper abstraction level particularly depends on the subject to be
specified and the purpose of the specification. For example, if the subject to be specified is a
low-level part of the problem to be solved, it will be specified at a rather low abstraction
level. It is important, however, not to mix requirements that are at different abstraction
levels. For example, in the specification of a healthcare information system, when writing a
detailed requirement about photos on client ID cards, the subsequent paragraph should not
state a general system goal such as reducing healthcare cost while maintaining the current
service level for clients. In small and medium-sized work products (for example, user stories
or use cases), requirements should be at more or less the same abstraction level. In large
work products such as a system requirements specification, requirements at different levels
of abstraction should be kept separate by structuring the specification accordingly

(Section 3.0).
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Requirements naturally occur at different levels of abstraction. Selecting work products that
are adequate for a given level of abstraction and properly structuring work products that
contain requirements at multiple abstraction levels is helpful.

3.1.3 Level of Detail

When specifying requirements, Requirements Engineers have to decide on the level of detail
in which the requirements shall be specified. However, deciding which level of detail is
appropriate or even optimal for a given requirement is a challenging task.

For example, in a situation where the customer and the supplier of a system collaborate
closely, it might be sufficient to state a requirement about a data entry form as follows: “The
system shall provide a form for entering the personal data of the customer.” In contrast, in a
situation where the design and implementation of the system are outsourced to a supplier
with little or no domain knowledge, a detailed specification of the customer entry form will be
necessary.

The level of detail to which requirements should be specified depends on several factors, in
particular:

= The problem and project context: the harder the problem and the less familiar the
Requirements Engineers and developers are with the project context, the more detail
is necessary.

» The degree of shared understanding of the problem: when there is low implicit shared
understanding (see Principle 3 in Chapter 2), explicit, detailed specifications are
required to create the necessary degree of shared understanding.

» The degree of freedom left to designers and programmers: less detailed
requirements give the developers more freedom.

= Availability of rapid stakeholder feedback during design and implementation: when
rapid feedback is available, less detailed specifications suffice to control the risk of
developing the wrong system.

= Cost vs. value of a detailed specification: the higher the benefit of a requirement, the
more we can afford to specify it in detail.

» Standards and regulations: Standards imposed and regulatory constraints may mean
that requirements have to be specified in more detail than would otherwise be
necessary.

There is no universally “right” level of detail for requirements. For every requirement, the
adequate level of detail depends on many factors. The greater the level of detail in the
requirements specified, the lower the risk of eventually getting something that has unexpected
or missing features or properties. However, the cost for the specification increases as the level
of detail increases.
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3.1.4 Aspects to be Considered

Regardless of the RE work products being used, several aspects need to be considered
when specifying requirements [Glin2019].

First, as there are functional requirements, quality requirements, and constraints (see
Section 1.1), Requirements Engineers have to make sure that they cover all three kinds of
requirements when documenting requirements. In practice, stakeholders tend to omit quality
requirements because they take them for granted.

They also tend to specify constraints as functional requirements. It is therefore important
that the Requirements Engineers get this right.

When looking at functional requirements, we observe that they pertain to different aspects,
as, for example, a required data structure, a required order of actions, or the required
reaction to some external event. We distinguish between three major aspects: structure and
data, function and flow, and state and behavior.

The structure and data aspect focuses on requirements concerning the static structure of a
system and the (persistent) data that a system must know in order to perform the required
functions and deliver the required results.

The function and flow aspect deals with the functions that a system shall provide and the
flow of control and data within and between functions for creating the required results from
given inputs.

The state and behavior aspect concentrates on specifying the state-dependent behavior of
a system—in particular, how a system shall react to which external event depending on the
system’s current state.

When dealing with quality requirements, such as usability, reliability, or availability, a quality
model—for example, the model provided by ISO/IEC 25010 [ISO25010]—can be used as a
checklist.

Within the quality requirements, performance requirements are of particular importance.
Performance requirements deal with:

= Time (e.g., for performing a task or reacting to external events)

= Volume (e.g., required database size)

= Frequency (e.g., of computing a function or receiving stimuli from sensors)
= Throughput (e.g., data transmission or transaction rates)

= Resource consumption (e.g., CPU, storage, bandwidth, battery)

Some people also consider the required accuracy of a computation as a performance
requirement.

Whenever possible, measurable values should be specified. When values follow a probability
distribution, specifying just the average does not suffice. If the distribution function and its
parameters cannot be specified, Requirements Engineers should strive to specify minimum
and maximum values or 95 percent values in addition to the averages.
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Documenting quality requirements beyond performance requirements is notoriously
difficult.

Qualitative representations, such as “The system shall be secure and easy to use,” are
ambiguous and thus difficult to achieve and validate.

Quantitative representations are measurable, which is a big asset in terms of systematically
achieving and validating a quality requirement. However, they raise principal difficulties (for
example, how can we state security in quantitative terms?) and can be quite expensive to
specify.

Operationalized representations state a quality requirement in terms of functional
requirements for achieving the desired quality. For example, a data security requirement
may be expressed in terms of a login function that restricts the access to the dataand a
function that encrypts the stored data. Operationalized representations make quality
requirements testable but may also imply premature design decisions.

The often-heard rule “Only a quantified quality requirement is a good quality requirement” is
outdated and may lead to quality requirements having low or even negative value due to the
high effort involved in the quantification. Instead, a risk-based approach should be used
[Glin2008].

Qualitative representations of quality requirements suffice in the following situations:

» There s sufficient implicit shared understanding between stakeholders,
Requirements Engineers, and developers.

= Stakeholders, Requirements Engineers, and developers agree on a known solution
that satisfies the requirements.

= Stakeholders only want to give general quality directions and trust the developers to
get the details right.

= Short feedback loops are in place such that problems can be detected early.

When developers are able to generalize from examples, specifying quality requirements in
terms of quantified examples or comparisons to an existing system is a cheap and effective
way of documenting quality requirements.

Only in cases where there is a high risk of not meeting the stakeholders’ needs, particularly
when quality requirements are safety-critical, should a fully quantified representation or an
operationalization in terms of functional requirements be considered.
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When specifying constraints, the following categories of constraints should be considered:

= Technical: given interfaces or protocols, components, or frameworks that have to be
used, etc.

= Legal restrictions imposed by laws, contracts, standards, or regulations

= QOrganizational: there may be constraints in terms of organizational structures,
processes, or policies that must not be changed by the system.

= Cultural: user habits and expectations are to some extent shaped by the culture the
users live in. This is a particularly important aspect to consider when the users of a
system come from different cultures or when Requirements Engineers and
developers are rooted in a different culture to the system’s users.

= Environmental: when specifying cyber-physical systems, environmental conditions
such as temperature, humidity, radiation, or vibration may have to be considered as
constraints; energy consumption and heat dissipation may constitute further
constraints.

= Physical: when a system comprises physical components or interacts with them, the
system becomes constrained by the laws of physics and the properties of materials
used for the physical components.

= Furthermore, particular solutions or restrictions demanded by important stakeholders
also constitute constraints.

Finally, requirements can only be understood in context (see Principle 4 in Chapter 2).
Consequently, a further aspect has to be considered, which we call context and boundary.

The context and boundary aspect covers domain requirements and domain assumptions in
the context of the system, as well as the external actors that the system interacts with and
the external interfaces between the system and its environment at the system boundary.

There are many interrelationships and dependencies between the aspects mentioned above.
For example, a request issued by a user (context) may be received by the system via an
external interface (boundary), trigger a state transition of the system (state and behavior),
which initiates an action (function) followed by another action (flow) that requires data with
some given structure (structure and data) to provide a result to the user (context) within a
given time interval (quality).

Some work products focus on a specific aspect and abstract from the other aspects. This is
particularly the case for requirements models (Section 3.4). Other work products, such as a
system requirements specification, cover all these aspects. When different aspects are
documented in separate work products or in separate chapters of the same work product,
these work products or chapters must be kept consistent with each other.

Many different aspects need to be considered when documenting requirements, in particular,
functionality (structure and data, function and flow, state and behavior), quality, constraints,
and surrounding context (context and boundary).
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3.1.5 General Documentation Guidelines

Independently of the techniques used, there are some general guidelines that should be
followed when creating RE work products:

= Select a work product type that fits the intended purpose.

= Avoid redundancy by referencing content instead of repeating the same content
again.

= Avoid inconsistencies between work products, particularly when they cover different
aspects.

= Use terms consistently, as defined in the glossary.

= Structure work products appropriately—for example, by using standard structures.

3.1.6 Work Product Planning

Each project setting and each domain is different, so the set of resulting work products must
be defined for each endeavor. The parties involved, particularly the Requirements Engineers,
stakeholders, and project/product owners or managers need to agree upon the following
issues:

= In which work products shall the requirements be recorded and for what purpose (see
Table 3.1)?

=  Which abstraction levels need to be considered (Section 3.1.2)?

= Up to which level of detail must requirements be documented at each abstraction
level (Section 03.1.3)?

= How shall the requirements be represented in these work products (for example,
natural-language-based or model-based, see below) and which notation(s) shall be
used?

Requirements Engineers should define the RE work products to be used at an early stage ina
project. Such early definition:

»= Helpsin the planning of efforts and resources

» Ensures that appropriate notations are used

= Ensures that all results are recorded in the right work products

» Ensures that no major reshuffling of information and “final editing” is needed
= Helps to avoid redundancy, resulting in less work and easier maintainability

3.2 Natural-Language-Based Work Products

Natural language, in both spoken and written form, has always been a core means for
communicating requirements for systems. Using natural language to write RE work products
has many advantages. In particular, natural language is extremely expressive and flexible,
which means that almost any conceivable requirement in any aspect can be expressed in
natural language. Furthermore, natural language is used in everyday life and is taught at
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school, so no specific training is required to read and understand requirements written in
natural language.

Human evolution has shaped natural language as a means for spoken communication
between directly interacting people, where misunderstandings and missing information can
be detected and corrected rapidly. Hence, natural language is not optimized for precise,
unambiguous, and comprehensive communication by means of written documents. This
constitutes a major problem when writing technical documentation (such as requirements) in
natural language. In contrast to communication in spoken natural language, where the
communication is contextualized and interactive with immediate feedback, there is no
natural means for rapidly detecting and correcting ambiguities, omissions, and
inconsistencies in texts written in natural language. On the contrary, finding such
ambiguities, omissions, and inconsistencies in written texts is difficult and expensive,
particularly for work products that contain a large amount of natural language text.

The problem can be mitigated to some extent by writing technical documentation
consciously, following proven rules and avoiding known pitfalls.

When writing requirements in natural language, Requirements Engineers can avoid many
potential misunderstandings by applying some simple rules:

=  Write short and well-structured sentences. The rule of thumb is to express a single
requirement in one sentence in natural language. To achieve a good structure,
Requirements Engineers should use phrase templates (Section 3. 3).

= Create well-structured work products. Besides writing well-structured sentences (see
above), work products written in natural language should also be well-structured as a
whole. A proven way to do this is by using a hierarchical structure of parts, chapters,
sections, and subsections, as is usually done in technical books. Document templates
(Section 3.3) help you to achieve a good structure.

= Define and consistently use a uniform terminology. Creating and using a glossary
(Section 3.5) is the core means for avoiding misunderstandings and inconsistencies
about terminology.

= Avoid using vague or ambiguous terms and phrases.

= Know and avoid the pitfalls of technical writing (see below).

When writing technical documents in natural language, there are some well-known pitfalls
that should be avoided or things that need to be used with care (see, for example,
[GoRu2003]).

Requirements Engineers should avoid writing requirements that contain the following:

* Incomplete descriptions: Verbs in natural language typically come with a set of
placeholders for nouns or pronouns. For example, the verb “give” has three
placeholders for who gives what to whom. When writing a requirement in natural
language, all placeholders of the verb used should be filled.

» Unspecific nouns: Using nouns such as “the data” or “the user” leaves too much room
for different interpretations by different stakeholders or developers. They should be
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replaced by more specific nouns or be made more specific by adding adjectives or
assigning them a well-defined type.

= Incomplete conditions: When describing what shall be done, many people focus on
the normal case, omitting exceptional cases. In technical writing, this is a trap to
avoid: when something happens only if certain conditions are true, such conditions
shall be stated, providing both then and else clauses.

* Incomplete comparisons: In spoken communication, people tend to use
comparatives (for example, “the new video app is much better”) without saying what
they are comparing to, typically assuming that this is clear from the context. In
technical writing, comparisons should include a reference object, for example, “"faster
than 0.1ms".

There are some further things that Requirements Engineers need to use with care, as they
constitute potential pitfalls:

= Passive voice: Sentences in passive voice have no acting subject. If arequirement is
stated in the passive voice, this may hide who is responsible for the action described
in the requirement, leading to an incomplete description.

= Universal quantifiers: Universal quantifiers are words such as all, always, or never,
which are used to make statements that are universally true. In technical systems,
however, such universal properties are rare. Whenever Requirements Engineers use a
universal quantifier, they need to reflect on whether they are stating a truly universal
property or whether they are instead specifying a general rule that has exceptions
(which they also need to specify). They should apply the same caution when using
"either-or” clauses, which, by their semantics, exclude any further exceptional cases.

* Nominalizations: When a noun is derived from a verb (for example, “authentication”
from "to authenticate”), linguists call this a nominalization. When specifying
requirements, Requirements Engineers need to handle nominalizations with care
because a nominalization may hide unspecified requirements. For example, the
requirement “Only after successful authentication, the system shall provide a user
access to (...)” implies that a procedure for authenticating users exists. When writing
such a requirement, therefore, the Requirements Engineer must check whether there
are also requirements about the procedure for authenticating legitimate users.

Natural language is a very powerful means for writing requirements. To mitigate the inherent
disadvantages of using natural language for technical documentation, Requirements Engineers
should follow proven writing rules and avoid well-known pitfalls.

3.3 Template-Based Work Products

As mentioned in Section 3.2 above, using templates is a proven means for writing good, well-
structured work products in natural language and thus mitigating some of the weaknesses of
natural language for technical writing. A template is a kind of ready-made blueprint for the
syntactic structure of a work product. When using natural language in RE, we distinguish
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between three classes of templates: phrase templates, form templates, and document
templates.

3.3.1 Phrase Templates

Definition 3.2. Phrase template:
A template for the syntactic structure of a phrase that expresses

an individual requirement or a user story in natural language.

A phrase template provides a skeleton structure with placeholders, in which Requirements
Engineers fill in the placeholders in order to get well-structured, uniform sentences that
express the requirements.

Using phrase templates is a best practice when writing individual requirements in natural
language and when writing user stories.

3.3.1.1 Phrase Templates for Individual Requirements

Various phrase templates for writing individual requirements have been defined, for
example, in [1IS029148], [MWHN2009], and [Rupp2020]. The standard ISO/IEC/IEEE 29148
[1S029148] provides a single, uniform template for individual requirements as follows:

[<Condition>] <Subject> <Action> <Objects> [<Restriction>].

Example: When a valid card is sensed, the system shall display the “Enter your PIN” message on
the dialog screen within 200 ms.

When formulating an action with this template, the following conventions about the use of
auxiliary verbs are frequently used in practice:

= Shall denotes a mandatory requirement.
= Should denotes a requirement that is not mandatory but strongly desired.
= May denotes a suggestion.

Will (or using a verb in the present tense without one of the auxiliary verbs mentioned above)
denotes a factual statement that is not considered as a requirement.

When there are no agreed meanings for auxiliary verbs in a project, or when in doubt,
definitions such as the ones given above should be made part of a requirements
specification.
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EARS (Easy Approach to Requirements Syntax) [MWHN2009] provides a set of phrase
templates that are adapted to different situations as described below.

Ubiquitous requirements (must always hold):

The <system name> shall <system response>.

Event-driven requirements (triggered by an external event):

WHEN <optional preconditions> <trigger> the <system name>
shall <system response>.

Unwanted behavior (describing situations to be avoided):

IF <optional preconditions> <trigger>, THEN the <system name>
shall <system response>.

Note: Although the unwanted behavior template is similar to the event-driven one, Mavin et al.
provide a separate template for the latter, arguing that unwanted behavior (primarily due to
unexpected events in the context, such as failures, attacks, or things that nobody has thought
of), is a major source of omissions in RE.

State-driven requirements (apply only in certain states):

WHILE <in a specific state> the <system name> shall <system response>.

Optional features (applicable only if some feature is included in the system):

WHERE <feature is included> the <system name> shall <system response>.

In practice, sentences that combine the keywords WHEN, WHILE, and WHERE may be
needed to express complex requirements.

EARS has been designed primarily for the specification of cyber-physical systems. However,
it can also be adapted for other types of systems.
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3.3.1.2 Phrase Templates for User Stories

The classic phrase template for writing user stories was introduced by Cohn [Cohn20041]:

As a <role> | want <requirement> so that <benefit>.

Example: “As a line manager, | want to make ad hoc inquiries to the accounting system so that |
can do financial planning for my department.”

While Cohn has designated the <benefit> part of the template as optional, it is standard
practice nowadays to specify a benefit for every user story.

Every user story should be accompanied by a set of acceptance criteria—that is, criteria that
the implementation of the user story must satisfy in order to be accepted by the
stakeholders. Acceptance criteria make a user story more concrete and less ambiguous.
This helps to avoid implementation errors due to misunderstandings.

3.3.2 Form Templates

Definition 3.3. Form template:
A template providing a form with predefined fields to be filled in.

Form templates are used to structure work products of medium size such as use cases.
Cockburn [Cock2001] introduced a popular form template for use cases. [Laue2002]
proposed a template for task descriptions.

Table 3.2 shows a simple form template for use cases. Each flow step may be subdivided
into an action by an actor and the response by the system.
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Table 3.2 A simple form template for writing use cases

Precondition <Condition(s) that must hold when the execution of the use case is
triggered>

Success end condition <State upon successful completion of use case>

Failed end condition <State upon failed execution of use case>

Primary actor <Actor name>

Other actors <List of other actors involved, if any>

Trigger <Event that initiates the execution of the use case>

Normal flow <Description of the main success scenario in a sequence of steps:

<step 1> <action 1>

<step2> <action 2>

<stepn> <actionn> ..>

Alternate flows <Description of alternative or exceptional steps, with references to
the corresponding steps in the normal flow>

Extensions <Extensions to the normal flow (if there are any), with references to
the extended steps in the normal flow>

Related information <Optional field for further information, such as performance,
frequency, relationship to other use cases, etc.>

Form templates are also useful for writing quality requirements in a measurable form
[Gilb1988].Table 3.3 provides a simple form template for measurable quality requirements,
along with an example.
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Table 3.3 A form template for specifying measurable quality requirements

Confirm room reservations immediately

Elapsed time in seconds (ratio scale)

Timestamping the moments when the user hits
the "Reserve” button and when the app has
displayed the confirmation. Measuring the time

Less than 5 sin at least 95% of all cases

Between 0.5 and 3 s in more than 98% of all

Less than 0.5 s in 100% of all cases

ID <Number of requirement> R137.2
Goal <Qualitatively stated goal>
Scale <Scale for measuring the
requirement>
Meter <Procedure for measuring
the requirement>
difference.
Minimum <Minimum acceptable
quality to be achieved>
OK'range <Value range thatis OK and
is aimed at> cases
Desired <Quality achieved in the
best possible case>
3.3.3 Document Templates

Definition 3.4. Document template:

document.

A template providing a predefined skeleton structure for a

Document templates help to systematically structure requirements documents—for
example, a system requirements specification. RE document templates may be found in
standards, for example in [1ISO29148]. The Volere template by Robertson and Robertson
[RoR02012], [Vole2026] is also popular in practice. When a requirements specification is
included in the set of work products that a customer has ordered and will pay for, that
customer may prescribe the use of document templates supplied by the customer. In Figure
3.1, we show an example of a simple document template for a system requirements

specification.
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3.3.4 Advantages and Disadvantages

Using templates when writing RE work products in natural language has major advantages.
Templates provide a clear, re-usable structure for work products, make them look uniform,
and thus improve the readability of the work products. Templates also help you to capture
the most relevant information and make fewer errors of omission. On the other hand, there is
a potential pitfall when Requirements Engineers use templates mechanically, focusing on the
syntactic structure rather than on content, neglecting everything that does not fit the
template.

Part I: Introduction

System purpose
Scope of system development

Stakeholders
Part Il: System overview

System vision and goals
System context and boundary
Overall system structure

User characteristics

Part lll: System requirements

Organized hierarchically according to system structure, using a hierarchical
numbering scheme for requirements.

Per subsystem/component:

=  Functional requirements (structure and data, function and flow, state and
behavior)

=  Quality requirements

=  Constraints

= |Interfaces

References

Glossary (if not managed as a work product of its own)
Appendices

Assumptions and dependencies

Figure 3.1 A simple system requirements specification template
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Using templates when writing RE work products in natural language improves the quality of the
work products provided that the templates are not misused as just a syntactic exercise.

3.4 Model-Based Work Products

Requirements formulated in natural language can easily be read by people provided they
can speak the language. Natural language suffers from ambiguity due to the imprecision of
semantics of words, phrases, and sentences [Davi1993]. This imprecision may lead to
confusion and omissions in requirements. When you read textual requirements, you will try to
interpret them in your own way. We often try to imagine these requirements in our mind.
When the number of requirements is manageable, it is possible to maintain insight and an
overview of the textual requirements. When the number of textual requirements becomes
"too big,” we lose the overview. That limit is different for each person. The number of textual
requirements is not the only reason for losing insight and overview. The complexity of the
requirements, the relationship between the requirements, and abstraction of the
requirements also contribute to this. You may have to read the requirements formulated in
natural language several times before you get a correct and complete picture that the
system must comply with. We have a limited ability to process requirements in natural
language.

Textual requirements Modelled requirements

REQOO1: The customer places an order

REQOO02: The customer pays for the order Customer

places order

REQOO03: If the payment succeeded, then the

order is produced [Order canceled]

REQOO04: If the payment failed, then the order [Order not canoeled]
is canceled

Customer
pays for
order

REQOO0S5: After the order is produced itis
delivered to the customer

[Payment failed]
REQO006: The customer can cancel the order

before payment [Payment succeeded]

order order

Deliver order

‘ Produce ‘ ‘ Cancel ‘

Figure 3.2 Textual requirements versus modeled requirements

A model is an abstract representation of an existing part of reality or a part of reality to be
created. Displaying the requirements (also) with a model (or picture) will contribute to
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readers grasping the requirements. Such diagrammatic representation of a model is called a
diagram.

The diagram in Figure 3.2 shows at a glance what the system must provide, but only if you
have mastered the modeling language. It is evident that if you do not understand the
diagram, in this case a UML activity diagram, the picture will not contribute to a better
understanding of the requirements.

In the next section (3.4.1), the concept of a requirements model is explained. Modeling of
business requirements and goals is explained in Section 3.4.6. An important method for
describing the demarcation of a system is the context model. Examples of the context are
depicted in Section 3.4.2. Sections 3.4.3 to 3.4.5 give a number of examples of modeling
languages that are often used in systems engineering practice.

3.4.1 The Role of Models in Requirements Engineering

Like any language, a modeling language consists of grammatical rules and a description of
the meaning of the language constructs, see Section 3.4.1.1. Although a model is a visual
representation of reality, the language rules are important in order to understand the model
and the nuances in the model.

It is not always efficient or effective to summarize the requirements in a model. By
understanding the properties of a model, we can better determine when we can apply which
model, see Section 3.4.1.2.

Just as natural language has advantages and disadvantages for expressing the
requirements, so do models. If we observe these facts in applying a model, we can better
determine the added value of applying the "correct" model. This is discussed in Section
3.41.3.

Many models have already been standardized and are used in various fields of application,
see Section 3.4.1.4. Consider, for example, the construction of a house, where an architect
uses a standardized model to describe the house. One example for models used by building
architects are building information models (BIM) [ISO19650], that model the elements
required to plan, build, and manage buildings and other construction elements.

Another example is electronics, where the drawing of electronic diagrams is standardized so
that professionals can understand, calculate, and realize the electronics.

To determine whether a diagram is applied correctly, we can validate the quality criteria of a
diagram. These criteria are described in Section 3.4.1.5.

3.4.1.1 Syntax and Semantics

If you think about a natural language, for example your native language, it is defined by its
grammar and semantics.

The grammar describes the elements (words and sentences) and the rules that the language
must obey. In a modeling language, this is called the syntax, see Figure 3.3. The syntax
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describes which notation elements (symbols) are used in the language. It also describes how
these notation elements can be used in combination.

Syntax Semantics
Use case
A set of possible interactions between external actors and
a system that provide a benefit for the actor(s) involved.
Actor
Represents the role performed by another system or

persons that interact with the system.
<role>

Association

Indicates the interaction between the actor and the system.
The actor at the source of the association is the role that
initiates the use case at the end of the association.

Figure 3.3 Modeling language syntax and semantics

The semantics defines the meaning of the notation elements and defines the meaning of the
combination of elements. Understanding the meaning of the notation elements is
fundamental for preventing the risk of the model being misinterpreted.

3.4.1.2 Properties of a Model

A requirements model is a conceptual model that depicts the requirements for the system to
be developed. A model is also used to represent the current situation to understand, analyze,
and explore the present problems. In this context, conceptual means that reality is reduced
to its essence. A model has a high level of abstraction and reduces reality to what is relevant
at this generic level.

A conceptual modeling language can be standardized (internationally) and is then referred to
as a formal modeling language. An example of this is the widespread and frequently applied
modeling language UML (Unified Modeling Language).

A model has a number of properties that are explored further in the following sections:

= A modelis made for a specific purpose.

= A model gives arepresentation of reality.

= A modelisused to reduce information so that we can better understand reality or
focus on part of the reality.

A model is an abstract representation of an existing part of reality or a part of reality to be
created. The notion of reality includes any conceivable set of elements, phenomena, or
concepts, including other models. The modeled part of reality is called the original. The
process to describe the original can be descriptive or prescriptive.
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Modeling the existing original is called descriptive modeling. It shows the current reality and
reflects the requirements that are met. If no model of the original is available yet, than such a
model is the result of the analysis of the current situation.

Modeling an original to be created is called prescriptive modeling. It indicates what future
reality is expected or required. If a model with descriptive properties exists for the given
situation, then a model with prescriptive properties can be derived from the original by
indicating which requirements will be new, changed, or are no longer needed. The
prescriptive model describes the ultimate future situation desired.

Reality can be complex. If we apply “too many” details, a model can be hard to grasp. This
complex reality can be simplified by reducing the amount of information in the model. In a
model, we can omit irrelevant information. Reducing the amount of information can give us a
better understanding of reality and allow us to understand the essence of this reality more
easily. Based on the intended purpose (first property) for which the model is applied, only the
relevant information is displayed in the model.

Please note, if "too much" information is reduced, a clouded or incorrect image of reality
may arise. Thus, careful consideration should be given to how much of the information can
be reduced without distorting reality.

There are several ways to reduce information:
= By compression or aggregation

Aggregating information is a way to make information more abstract. The
information is stripped of irrelevant details and is therefore more compact. The
information is, as it were, condensed.

= By selection

By selecting only the relevant information, and not everything, it is possible to
indicate what the subject under consideration is. The focus is on a specific part or
number of parts of the total.

Both ways of reducing information can also be applied together.

A model is a representation of reality and each model represents certain aspects of reality.
For example, a construction drawing shows the breakdown of the space in a building and an
electrical diagram shows the wiring of the electrical circuit.

Both models represent the building for a specific purpose. A model is made for a specific
purpose in a specific context. In the example above, the context is the design and/or
realization of a building. The various construction drawings represent information about a
specific aspect of the building. This makes it immediately clear that a specific model can be
used only if it fits the purpose for which the model was made.
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3.4.1.3 Advantages and Disadvantages of Modeling
Requirements

Compared with natural languages, models have the following advantages, among others:
= The elements and their connections are easier to understand and to remember.

A picture tells more than a thousand words. A picture, and also a model, can be easier
to grasp and to remember. Note that a model is not self-explanatory and needs extra
information—i.e., a legend, examples, scenarios, etc.

= The focus on a single aspect reduces the cognitive load needed to understand the
requirements modeled.

Because a model has a specific purpose and a reduced amount of information,
understanding the reality modeled can require less effort.

= Requirements modeling languages have a restricted syntax that reduces possible
ambiguities and omissions.

Because the modeling language (syntax and semantics) is simpler—i.e., limited
number of notation elements and stricter language rules compared with natural
language—the risk of confusion and omissions is smaller.

= Higher potential for automated analysis and processing of requirements.

Because a modeling language is more formal (limited number of notation elements
and stricter language rules) than a natural language, it lends itself better to
automating the analysis or processing of requirements.

Despite the great advantages for visualizing requirements with models, models also have
their limitations.

= Keeping models that focus on different aspects consistent with each other is
challenging.

If multiple models are used to describe the requirements, it is important to keep these
models consistent with each other. This requires a lot of discipline and coordination
between the models.

= Information from different models needs to be integrated for causal understanding.

If multiple models are used, all models must be understood to enable a good
understanding of the requirements.

= Models focus primarily on functional requirements.

The models for describing quality requirements and constraints are limited if not
lacking in specific context. These types of requirements should then be supplied in
natural language together with the models—for example, as a separate work product.

= Therestricted syntax of a graphic modeling language implies that not every relevant
item of information can be expressed in a model.
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Because a model is made for a specific purpose and context, it is not always possible
to record all requirements in the model or in multiple models. Requirements that
cannot be expressed in models are added to the model as natural language
requirements or as a separate work product.

Therefore, requirements models should always be accompanied by natural language
[Davi1995].

3.4.1.4 Application of Requirements Models

As indicated in the previous sections, there are common models for various contexts. For
example, in architecture, you have construction drawings, piping diagrams, electrical
diagrams, etc. to express the specifications of a building. In other contexts—for example,
software development—there are modeling languages that are useful in these types of
context. An important aspect in applying models is to use models that are common in the
context or that have been specially developed for a specific context.

Many modeling languages—for example, UML [OMG2017] or BPMN [OMG2013]—have been
standardized. When requirements are specified in a non-standard modeling language, the
syntax and semantics of the language should be explained to the reader—for example, via a
legend.

Models are used to describe the requirements from a certain perspective. In system
development, functional requirements are categorized in the following perspectives (see
also Section 3.1.4):

= Structure and data
Models that focus on the static structural properties of a system or a domain
= Function and flow

Models that focus on the sequence of actions required to produce the required
results from given inputs or the actions required to execute a (business) process,
including the flow of control and data between the actions and who is responsible for
which action

= State and behavior

Models that focus on the behavior of a system or the life cycle of business objectsin
terms of state-dependent reactions to events or the dynamics of component
interaction

The nature of the system being modified or built gives direction to the models to be used.
For example, if the nature of the system is to process information and relationships, theniitis
expected that there are quite a lot of functional requirements that describe this information
and these relationships. As a result, we use a matching modeling language that lends itself to
modeling data and its structure.
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Naturally, a system will consist of a combination of the above perspectives. It follows that a
system needs to be modeled from multiple perspectives. Sections 3.4.3 to 3.4.5 elaborate
the different models for each perspective in more detail.

Before the requirements are elicited and documented—for example with models—an
inventory is taken of goals and context. These can also be modeled, see Sections 3.4.6
respectively 3.4.2.

Applying models helps us mainly in the following ways:

= Specifying (primarily functional) requirements in part or even completely, as a means
of replacing textually represented requirements

= Decomposing a complex reality into well-defined and complementing aspects; each
aspect being represented by a specific model, helping us to grasp the complexity of
the reality

» Paraphrasing textually represented requirements in order to improve their
comprehensibility, in particular with respect to relationships between them

» Validating textually represented requirements with the goal of uncovering omissions,
ambiguities, and inconsistencies

Modeling the requirements also helps with structuring and analyzing knowledge. You can use
diagrams to structure your own thoughts to get a better understanding of the system and its
context.

3.4.1.5 Quality Aspects of a Requirements Model

This is a supplementary section for which there will be no questions in the CPRE Foundation
level exam.

A substantial part of the requirements models are diagrams or graphical representations.
The quality of the requirements model is determined by the quality of the individual diagrams
and their mutual relationships. In turn, the quality of the individual diagrams is determined by
the quality of the model elements within the diagrams.

The quality of the requirements models and model elements can be assessed against three
criteria [LiSS1994]:

= Syntactic quality
= Semantic quality
= Pragmatic quality

The syntactic quality expresses the extent to which a single model element (graphical or
textual), requirements diagram, or requirements model complies with the syntactic
specifications. If, for example, a model that describes the requirements as a class model
contains modeling elements that are not part of the syntax, or model elements are misused,
then this will decrease the syntactic quality of the model. A stakeholder of this model—for
example, a tester—might misinterpret the information that is represented by the model. This
might eventually lead to inappropriate test cases.
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Requirements modeling tools provide facilities for checking the syntactic quality of the
models.

The semantic quality expresses the extent to which a single model element (graphical or
textual), the requirements diagram, or the requirements model correctly and completely
represents the facts.

Just like in natural language, semantics gives meaning to the words. If a term can have
different meanings or there are several terms that mean the same thing, this can lead to
miscommunication. The same applies to the semantics of modeling elements. If the
modeling elements are misinterpreted or applied incorrectly, the model may be
misinterpreted.

The pragmatic quality expresses the extent to which a single model element (graphical or
textual), the requirements diagram, or the requirements model is suitable for the intended
use—that is, whether the degree of detail and abstraction level is appropriate for the
intended use and whether the appropriate model is selected with respect to the domain or
context. This can be assessed if the purpose and the stakeholders of the diagram are known.
Intermediate versions of the model can be submitted to the stakeholders interested to
validate whether the diagrams fit their purpose.

During validation of the requirements, the quality of the modeling diagrams used is assessed
to make sure that these diagrams fit their intended purpose and usefulness.

3.4.1.6 Best of Both Worlds

As explained in the previous section, requirements that are expressed in textual or
visual/graphical form (i.e., via requirements models) have their advantages and
disadvantages. By using both textual and graphic representations of the requirements, we
can harness the power and benefits of both forms of representation.

Amending a model with textual requirements adds more meaning to the model. Another
useful combination is that we can link quality requirements and constraints to a model or
specific modeling element. This provides a more complete picture of the specific
requirements.

Using models can also support the textual requirements. Adding models and images to the
textual requirements supports these models for a better understanding and overview.

3.4.2 Modeling System Context

Chapter 2, Principle 4 introduces the notion that requirements never come in isolation and
that the system context, such as existing systems, processes, and users need to be
considered when defining the requirements for the new or changed system. The system
context is described with a model because this will provide a better overview and more
insight into the system context. A simple system context can also be captured with, for
example with natural language or in table form, but is not preferable.
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Context models specify the structural embedding of the system in its environment, with its
interactions to the users of the system as well as to other new or existing systems within the
relevant context. A context model is not a graphical description of the requirements but is
used to reveal some of the sources of the requirements. Figure 3.4 provides an abstract
example of a system and its environment, with its interfaces to the users of the system and
its interfaces to other systems. Thus, context diagrams help to identify user interfaces as

well as system interfaces. If the system interacts with users, the user interfaces must be
specified in a later step during RE.

If the system interacts with other systems, the interfaces to these systems must be defined
in more detail in a later step. Interfaces to other systems may already exist or may need to
be developed or modified.

Context boundary

'
&
*

Context
System boundary
.. . —
' =
-
S = * *,
T o -
-
User1
(o] - System A
Y e .
—
ﬁ - '\\
a . —
User3 ﬁ ey 3
o —

System 8

Irrelevant environment

Figure 3.4 A system in its context

Even if there is no standardized modeling language for context models, context models are
frequently represented by:

» Data flow diagrams from structured analysis [DeMa1978]
= UML use case diagrams [OMG2017]

Note: the UML use case model consists of two elements; the UML use case diagram (see Figure
3. 6) and the use case specification (Section 3. 4.2.2). This chapter focuses on modeling with
the UML use case diagrams.

» Tailored box-and-line diagrams [Glin2019]

In the systems engineering domain, SysML block definition diagrams [OMG2018] can be

adapted to express context models by using stereotyped blocks for the system and the
actors.
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In the next two subsections, we introduce the notation of data flow diagrams (DFD) and UML
use case diagrams to model the context of a system. These two examples do not describe
the complete context but emphasize the context from a specific viewpoint.

3.4.2.1 Data Flow Diagram

The system context can be viewed from different perspectives. The structured analysis of
systems [DeMa1978] talks about the context diagram. This diagram is a special data flow
diagram (DFD) where the system is represented by one process (the system). Figure 3.5
shows an example of a context diagram.

Customer [«—_ __— Printer
h’OrQer status e
AN Book delivery status 4
d h /
Order, . " Printjob
customerdata—__ Boo.k _— )
—  ordering

system

/
. . _~Order
Financial

.. . -
administration
System under consideration

<names Terminators, sinks and sources

—_— Data flow

Figure 3.5 Example of a context diagram using a DFD

The system is placed centrally in the model. It has a clear name so that the readers know
which system is being considered.

The rectangles around the system are terminators: customer, printer, and financial
administration. A terminator that provides information or services to the system is called a
source. A terminator that takes information or services from the system is called a sink. A
terminator can take either role depending on the data provided or retrieved, such as the
customer in the example above.

The arrows in the example show how the information from the terminators flows into the
system (source) and from the system to the terminators (sinks). The arrows are given a
logical name that describes what information is transferred. Irrelevant details are omitted at
the context diagram level. The information flow between the customer and the system
contains, for example, customer data. What information (name, date of birth, email address,
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telephone number, delivery address, billing address, etc.) makes up the customer data does
not have to be relevant yet for this level of abstraction.

The flow of information can consist of tangible (materials) and intangible (information)
objects. Also, at this conceptual level, there is no reference (yet) to how—email, website,
form, etc.—the information is provided.

Adding extra details to the context diagram can make it clearer to the stakeholders involved
and may help to improve the shared understanding. These details need to be worked out for
each individual situation.

Using a data flow diagram to model the context of a system provides some insights into the
interactions of the system with its environment, for example:

» Theinterfaces to people, departments, organizations, and other systems in the
environment

» The (tangible and intangible) objects that the system receives from the environment

= The (tangible and intangible) objects that is produced by the system and is delivered
to the environment

A data flow diagram indicates a clear boundary between the system and its environment.
The relevant users and systems of the environment are identified during elicitation of
requirements (Section 4.1). DFD context diagrams can help to structure the context to reach
a shared understanding of the system context and the system boundary.

3.4.2.2 UML Use Case Diagram

Another view of the context of a system can be reached from a functional perspective. The
UML use case diagram is a common approach for modeling the functional aspects of a
system and the system boundaries, along with the system’s interactions with users and other
systems. Use cases provide an easy way to systematically describe the various functions
within the defined scope from a user perspective. This is different to DFD context diagrams,
where the systemis represented as a big black box.

Use cases were first proposed as a method for documenting the functions of a systemin
[Jaco1992]. The UML use cases consists of use case diagrams with associated textual use
case specifications (see Section 3.3.2). A use case specification specifies each use case in
detail by, for example, describing the possible activities of the use case, its processing logic,
and preconditions and postconditions of the execution of the use case. The specification of
use cases is essentially textual—for example, via use case templates as recommended in
[Cock2001].

As mentioned, a UML use case diagram shows the functions (use cases) from the point of
view of the direct users and other systems that interact with the system under consideration.
The name of the use case is often composed of a verb and a noun. This gives a brief
description of the function offered by the system, as shown by the example in Figure 3.6.
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Printer

[system name] The system boundary depicts the scope
ofthe system

Figure 3.6 Example of a context diagram using a UML use case diagram

The actors are the direct users or systems that interact with the system under consideration.
The actor (user or system) that starts the use case receives the benefit that the use case
delivers (e.g., showing the status of an order to the customer). The association connects the
actor with the relevant use case but it does not document any direction or data flow (as is
done in DFDs); it expresses only that the actor receives the benefit from the use case.

A UML use case diagram describes the functionality that the system offers to its
environment. The separation between the functionality in the system and the actorsin the
context is visualized with the system boundary (rectangle around the use cases, e.g., “book
ordering system”). Use case diagrams support sharpening of the system boundary and
checking whether the functional scope of the system at a high level is covered.

Each use case also includes a detailed use case specification, documenting the
preconditions, trigger, actions, postconditions, actors, and so forth. Use cases are usually
described using a template (Section 3.3). If the scenarios of a use case become complex or
large, the recommendation is to visualize the scenarios with UML activity diagrams, see
Section 3.4.4.1. The detailed specification of use cases is not part of context modeling and
can be elaborated at a later time, when this information becomes relevant.

3.4.3 Modeling Structure and Data

For functional requirements from the perspective of business objects (see Section 3.1.4),
different data models are available. A (business) object can be a tangible or intangible
object, such as a bicycle, pedal, bicycle bell, but also a training request, a shopping basket
with digital products, and so on. A (business) object is "something" in the real world. Some (or
maybe all) of these (business) objects are used by the system under consideration. The
system uses these objects as input to process, to persist, and/or to deliver output. Data
models are used to describe the (business) objects that must be known by the system.
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These kinds of diagrams model the object, attributes of the object, and the relationships
between objects. For the sake of simplicity, we refer to modeling structure and data—these,
however, represents information structures between (business) objects in the real world.

A number of common models for depicting structure and data are:

= Entity relationship diagrams (ERD) [Chen1976]
» UML class diagrams [OMG2017]. See Section 3.4.3.1
= SysML Block Definition Diagrams [OMG2018]. See Section 3.4.6.2

To explain the concept of modeling structure and data, this chapter uses the UML class
diagram as an example. UML, short for Unified Modeling Language, consists of an integrated
set of diagrams. This set of diagrams is a collection of best engineering practices and has
proven successful in modeling complex and large systems. UML was designed by Grady
Booch, James Rumbaugh, and Ivar Jacobson in the 1990s and it has been a standardized
modeling language since 1997.1f more depth or a different model is desired, read the
literature referred to and practice with the desired modeling language.

3.4.3.1 UML Class Diagrams

UML is a collection of different models that can be used to describe a system. One of these
models is the class diagram. A class diagram depicts a set of classes and associations
between them. We discuss only the common and simple notation elements of this model. If
more depth is desired, we refer to the literature or the CPRE Advanced Level Requirements
Modeling. In the overview below you will find the most common notation elements.

A class describes a set of (material or immaterial) objects that
[class name] have a similar structure, behaviour and relationships.

An attribute describes a property of the class. The attribute is
[attribute name] : [type] expressed as a certain type that restricts the values that can be
assigned to the attribute.

[name] An association relates two classes to each other.
n.m Multiplicities define how many instances of the class at the
[class name] corresponding association end can participate in the association

to a given instance of the class at the other end of the association.
Wheren € Nandm € N. Some examples are:

—_

(zero or one time)
.* (zero or more times)
.* (one or more times)
(exactly seven times)
(default value, exactly one time)

~~N—~0oo0O

— [class name] The role name defines which role an object of the class plays
[role] in the association

Figure 3.7 Subset of the modeling elements of UML class diagrams
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In a class model, you will find the concepts and terms that are relevant in the domain. These
concepts include a clear definition that is included in the glossary. With the use of data
models, the glossary is extended with information about the structure and coherence of the
terms and concepts. A clear definition and coherence of the terms used prevents
miscommunication about the matter under consideration.

Figure 3.8 shows a simplified model of the book ordering system (see examples of the
context in Section 3.4.2). The static information that the system needs to perform its
functionality—ordering a book—is modeled.

A customer orders a book and hence information is persisted for the classes Customer,
Order, and Book. A customer can place an order and therefore a relationship (association)
exists between the Customer and the Order. A customer can place multiple orders over time
and he/she only becomes a customer if he/she places an order. This information determines
the multiplicity: 1 customer places 1or more orders.

The fact that a customer can order a book means that there is also a relationship between
the classes Order and Book. To keep the example simple, here, the customer can order only
one book at a time. Also, an order must contain at least one book. An order that has no book
is not an order.

In the class Book, the attribute inStock is also maintained. Information such as “if the stock is
not sufficient to fulfill the order, then a print job is sent to the printer” cannot be modeled.
This is a type of information that cannot be modeled in a class diagram because it describes
a certain functionality of the system. This information is part of the requirements and should
be documented in another work product. It can be added as a textual requirement that
accompanies the class diagram, or be modeled with another diagram—for example, a UML
activity diagram (see Section 3.4.4.1).

Customer Order
name :Name number : OrderNumber
deliveryAddress : Address places status :OrderStatus
invoiceAddress  :Address ; * payment : PaymentStatus

1

contains
1
Book

author :text[1.*]
title s text
subtitle :text[0.1]
price : float
inStock :integer

Figure 3.8 Example of a simple UML class diagram
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3.4.4 Modeling Function and Flow

Function and flow describe how the (sub)system shall transform input into output. We can
visualize this type of requirement with models that depict function and flow.

Unlike modeling data, which essentially needs only one diagram type, function and flow can
be viewed from different angles. Depending on the needs of the stakeholders to take the
next step in the development process, more than one model might be needed to document
the requirements about function and flow.

Some common models for depicting function and flow are:

= UML use case diagram [OMG2017]. See Section3.4.2.2

= UML activity diagram [OMG2017]. See Section 3.4.4.1

» Data flow diagram [DeMa1978]. See Section 3.4.2.1

= Domain story models [HoSch2020]. See Section 3.4.6.3

= Business Process Model and Notation (BPMN) [OMG2013].

Excurse: BPMN process models are used to describe business processes or technical
processes. BPMN is frequently used to express business process models.

To explain the concept of modeling function and flow, we limit this section to a few examples
of UML diagrams. If more depth or a different model is desired, read the literature referred to
and practice with the relevant modeling language.

3.4.4.1 UML Activity Diagram

UML activity models are used to specify system functions. They provide elements for
modeling actions and the control flow between actions. Activity diagrams can also express
who is responsible for which action. Advanced modeling elements (not covered by this
handbook) provide the means for modeling data flow.

A UML activity diagram expresses the control flow of activities of a (sub)system. Flow
thinking comes from visualizing program code with flow charts (according to [DING66001],

[ISO5807]). This helped programmers to conceive and understand complex structures and
flows in programs. With the introduction of UML [OMG2017], a model has been introduced
for visualizing activities and actions from a functional perspective.

In the overview below you will find the basic notation elements.
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The start node indicates the starting point of the activity diagram.

The end node indicates the end point of the activity flow. There can be
multiple end nodes.

The control flow termination ends the activity flow.

An action/activity represents the non-interruptible action of objects. An
[name] executable computation that results in a change in state of the system or
_

the return of a result.

The action or control flow illustrates the transitions from one action state to
another (also called edges and paths).

Figure 3.9 Basic notation elements of the UML activity diagram

With this set of basic notation elements, you can set up a simple sequential activity diagram.
If more control is required, the model can be extended with decisions and parallel flows of
activities using the notation elements below.

\], The decision node branches the activity flow based on a guard. The
[guard] [guard] outgoing alternatives should be labeled with a condition or guard
expression. The guard must be true before the move to the appropriate
flow.

The merge node brings together multiple flows that are not concurrent.

Synchronization bar

A fork node is used to split a single incoming flow into multiple concurrent
flows.

A join node joins multiple concurrent flows back into a single outgoing flow.
The action following the join node is executed after all parallel actions have

been executed.

A fork and join node are used together and are therefore often referred to as
synchronization.

Figure 3.10 Decisions and parallel flows in a UML activity diagram

Activity diagrams can be used to specify the processing logic of use case scenarios in detail
(see Section 3.3.2). Activity diagrams are created to visualize the scenarios, which are
processes with activities and processing logic. As long as the diagram remains
understandable, the main scenario can be modeled jointly with the alternative scenarios and
the exception scenarios as part of the same diagram.
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Figure 3.11 gives a simple example of the book ordering system. This simplified flow of action
starts when the customer sends in their order. First, the Order and the Customer information
are validated to determine whether all (necessary) information is supplied. If either the Order
or the Customer information is invalid (incorrect or insufficient), then a notification is sent to
the customer and the order process is canceled. The basic scenario is that the Order and
Customer information are valid. The scenario that the Order or Customer information is
invalid is called an exceptional flow and handles a functional faulty condition in the process.

If both Order and Customer information are correct, then the stock is checked. If there is a
sufficient number of products in stock, the Order is picked and sent to the Customer. An
alternative flow is started if there are insufficient products in stock. A print job request is sent
to the Printer and a notification for a redelivery is sent to the Customer.

Validate order

[Invalid order information]

[valid order information]

Validate
customer
information

[Invalid customer information]

[valid customer information]

[Book out of stock] Send print job to
printer

i

[Book in stock]

Send redelivery
Send order notification to
customer

Figure 3.11 Example of a UML activity diagram

Send invalid order
notification to
customer

Within the book ordering system, there are also other flows that are separated from the
order and delivery process. For example, the payment, redelivery, and invoice processes
have separate flows to allow a clear separation of concerns. If, for example, the decision is
taken to no longer keep any products in stock, then the order and delivery process still
applies. If changes are needed in this flow, these changes may not affect the other flows.
This decomposition of functionality helps to keep things simple and clear.
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3.4.5 Modeling State and Behavior

Functional requirements that describe the behavior, states, and transitions of a (sub)system
or that of a business object are requirements in the behavioral perspective. An example of a
system state is On, Standby, or Off. A business object can have a life cycle that goes through
a number of prescribed states. For example, a business object Order can be in the following
states: Placed, Validated, Paid, Shipped, and Completed.

A technique widely used to describe the behavior of a system is statecharts [Hare1988].
Statecharts are state machines with states that are decomposed hierarchically and/or
orthogonally. State machines, including statecharts, can be expressed in the UML modeling
language [OMG2017] with state machine diagrams (also called state diagrams).

State diagrams describe state machines that are finite. This means that these systems
eventually reach a final state. A state diagram shows the states that the system or an object
can take. It also indicates how to switch state—that is, the state transition. A system does
little by itself. Switching the state requires a trigger from the system or from the environment
of the system.

Common models for representing behavior and states include:

= Statecharts [Hare1988]
= UML state diagram [OMG2017]

3.4.5.1 UML State Diagram

To explain the concept of modeling behavior and states, this chapter uses the UML state
diagram as an example. If more depth or a different model is desired, read the literature
referred to and practice with the relevant modeling language.

In the overview below you will find the basic notation elements.

The initial (pseudo) state is the starting point of a state machine or a
composite state.

© The final stateis a special kind of state signifying that the enclosing region
is completed.

[name] A state governs the reaction of the state machine to events. In other words,
it describes the behavior of the system remaining in the specific state.

_— A transition is a switch from one state to another state. A switch to another
Event [condition]/ state occurs when an (optional) triggering event occurs. The transition is
Activity (optionally) guarded by a condition. Only if the condition is “true” does the

transition take effect. Multiple conditions can be required for a transition.
During the transition, an (optional) activity is performed.

Figure 3.12 Basic notation elements of the UML state diagram
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As discussed at the beginning of the section, a state diagram can clarify the states an object
can take. We see here an opportunity to visualize additional (and partly redundant)
information of an object. Imagine that you order a book on a website and you want to track
the status of your order. An order is used in the real world and is modeled as a business
object in a class diagram (see Figure 3.8) with, most likely, an attribute status. The class
diagram indicates that the attribute status can assume a limited number of values, such as
Validated, Paid, Delivered, Canceled, and so on. The class diagram does not describe the
order of possible status changes. A class diagram does not describe the behavior of the
system in a certain "status" either. This can be made clear with a UML state diagram—for
example, that an offered order cannot go directly to the status Delivered without the
customer having paid for the order.

Figure 3.13 gives an example of a state diagram of the book ordering system. In the class
diagram (Figure 3.8) of the book ordering system, an object Order is modeled. This object
has an attribute status that can have alimited number of values. These values are listed and
explained in the class diagram. What a class diagram does not describe is the sequence in
which the order is processed. A state diagram visualizes the states and transitions between
the states, making it clear what the sequence of the order status is. The state diagram
shows, for example, that the order cannot be sent before it is completely picked (transition
between the states Picked and Sent). Also, if the order is in the state Sent, the next state can
only be Paid. A transition from Sent to Handled is not possible. This diagram also makes clear
that payment happens after the book is sent. You can ask the stakeholders whether this is
what they need or have requested.

A transition may direct to the same status. This situation is visible in the state Picked. Each
time the order is not picked to completion, it stays in the same state to prevent it from
sending an incomplete order. Only when the order is completely picked is it then sent to the
customer.

Order received
fvalidate order

Validated order

[invalid arder, invalid customer] Process order

[instock]

Validated

Process order
[out of stock]

/Send print job
/Send order
cancellation

Order picked
[Incompletely picked]

Order picked
[completely picked]

Jpack order, send order, send
Payment received invoice
JProcess payment

Figure 3.13 Example of a UML state diagram
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A few months after the release of the book ordering system, customers complained that
they did not have the ability to cancel an order. It was agreed that a customer could cancel
the order in each state of the order process. Modeling this new requirement means that a
transition to Canceled is needed from each state. This might make the diagram difficult to
read. Adding a textual requirement to describe this behavior might be a way to keep the
model simple for the audience.

3.4.6 Supplementary Models

At the CPRE foundation level, the understanding and application of models is restricted to
selected, important model types. There are further model types that are used in
Requirements Engineering. The following subsections provide some additional examples for
models that are supplementary and will not be questioned in the CPRE Foundation level
exam.

3.4.6.1 Modeling Goals

Business requirements describe a business goal or need. They describe the end result that
the solution must meet and with which the (business) problem is solved, see Chapter 2,
Principle 5. To ensure that the focus is on solving the problem and that the effort focuses on
adding value, goals are carefully described. In Requirements Engineering, there are several
ways to document goals. The most common one is the use of natural language (Section 3. 2)
or templates (Section 3. 3). Template-based documentation forms can be found, for
instance, in [Pich2010], [Pohl2010], or [RoR02012].

There are also some model-based notations for documenting goals. The easiest and most
common notation is an AND/OR tree [AnPC1994]. AND/OR trees allow us to document goals
at different levels of detail and to link subgoals with goals using AND and OR relationships.
An AND relationship means that all subgoals need to be fulfilled to fulfill the goal. An OR
relationship is used to express that at least one of the subgoals needs to be fulfilled to fulfill
the goal.

More elaborate modeling approaches for goals can be found in:
» Goal-oriented requirements language (GRL) [GRL2020]

This is a language that supports goal-oriented modeling and reasoning of
requirements, especially for dealing with non-functional requirements.

» Knowledge acquisition in automated specification (KAOS) [vLam2009]

KAQS is a methodology that contains goal modeling. This enables analysts to build
requirements models and to derive requirements documents from KAOS goal
models.

= The i* framework is one of the most popular goal- and agent oriented modelling and
reasoning methods in the field. i* supports the creation of models representing an
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organization or a socio-technical system. [FLCC2016] provides a comprehensive
overview of the i* framework and it application.

Documenting goals (in textual or graphical form) is an important starting point for eliciting
requirements, referring the requirements to their rationale, and identifying sources—like
stakeholders—of the requirements, etc.

3.4.6.2 SysML block definition diagrams

Systems Modeling Language (SysML) [OMG2018] is a general-purpose modeling language
for systems engineering applications. SysML is a dialect of UML, which re-uses and extends
parts of UML.

SysML can be adopted for many different purposes. Block definition diagrams in SysML are
an extension of the UML class diagram. They can, for example, be adapted to express
context diagrams by using stereotyped blocks for the system and the actors. Block
definition diagrams can also be used to model the structure of a system in terms of the
system’s conceptual entities and the relationships between them.

3.4.6.3 Domain story models

Domain story models can be used to model function and flow, by specifying visual stories
about how actors interact with devices, artifacts and other items in a domain, typically using
domain-specific symbols [HoSch2020]. They are a means for understanding the application
domain in which a system will operate.

The techniques is meant to be very simply executable for telling a story, a board and sticky
notes could be enough. Gathering the relevant stakeholders who really know how the
business operates provoke meaningful discussion by telling stories that occur in the domain.
Domain story telling improves the shared understanding of a business process, and is used
to analyze and solve problems in the domain.

3.4.6.4 UML Sequence Diagram

The UML sequence diagram is used to depict the interaction between communication
partners and to model the dynamic aspect of systems. The dynamic aspect of systems that
a sequence diagram depict can be function & flow as well a state & behavior. Therefore, a
UML sequence diagram can be used for different purposes.

The communication partners in a UML sequence diagram are actors, systems, components,
and/or objects within a system. The interaction displays the sequence of messages (a
scenario) between these communication partners. The interaction that takes place between
the communication partners realizes the purpose of a scenario, respectively (a part) of a use
case.
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In the overview below you will find the basic notation elements.

sd <name> The sequence diagram frame defines the boundaries of the scenario.
| The frame contains the keyword “sd” (sequence diagram) and the
name of the scenario.

<instance>:<actor> | The actor or objectrepresents arole that collaborates in the
interaction of the specific scenario.

—— The lifeline represents the role in the interaction over a period of time.

The activation indicates that the role is active in the interaction. A role
— isactive when it isin control of the interaction or if processing a
message from another role.

oy

>I<g ~_ Thetermination indicates the termination of the role within the
interaction.

=

Figure 3.14 Basic notation elements of the UML sequence diagram

A lifeline in a scenario depicts the role in the scenario, meaning the instance of an actor.
When sequence diagrams are modeled, the instance name of an actor or object is often
omitted. The roles that participate in the communication interact with each other by sending
messages. There are two types of messages that are used in the interaction.

The asynchronous message represents a message without the sender

_— . )
having to wait for an answer.

_— The synchronous message represents a message for which the sender
waits for an answer.

€-—-—-—-- The answer message for a synchronous message.

Figure 3.15 Basic notation elements of messaging in the UML sequence diagram

A message can also be sent from or to objects outside the scenario. This is represented as a
filled-in circle. The sender or receiver of these kinds of messages may be unknown.
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:Ordering
system

print book

Figure 3.16 Messages from and to an object outside the scenario

Figure 3.17 shows a model of the scenario in which a customer orders a book and that
specific book is out of stock. The Customer asks to place an Order. If the Order is invalid, a
notification that the Order is canceled is returned. If the Order is valid, the stock is checked
and if a book is out of stock, a print job is sent to the Printer.

This is a synchronous message because we are awaiting to receive the book - even it might
take some time to print the book. A notification is sent to the Customer that the book is out
of stock and will be redelivered. The Order is deactivated until the book is delivered by the
Printer.

When the book is received from the Printer, the Ordering system is activated again. The
order is picked and sent to the Customer. This completes the Order and a last notification of
the status is sent to the Customer.

:Ordering system :Printer
:Customer | |
'
| | |
| | |
| |
orderBook( order, customer ) [ |
> |
rd
|
sendOrderStatus(canceled ) |
e
< |
printJob({book ) ]
| >
1
sendOrderStatus( not in stock )
<
<
| |
printdobResult( book )
sendOrder( order ) ( ________________
ra
<
sendOrderStatus( handled ) —
< |
<
|
|

Figure 3.17 Example of a UML sequence diagram
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3.5 Glossaries

Glossaries are a core means of establishing shared understanding of the terminology used
when developing a system: they help avoid people involved as stakeholders or developers
using and interpreting the same terms in different ways.

A good glossary contains definitions for all terms that are relevant for the system, be they
context-specific terms or everyday terms that are used with a special meaning in the
context of the system to be developed. A glossary should also define all abbreviations and
acronyms used. If there are synonyms (that is, different terms denoting the same thing), they
should be marked as such. Homonyms (that is, identical terms that denote different things)
should be avoided or at least marked as such in the glossary.

There are a couple of rules that guide the creation, use, and maintenance of the glossary in a
system development project.

= Creation and maintenance: To ensure that the terminology defined in the glossary is
consistent and always up to date, it is vital that the glossary is managed and
maintained centrally over the entire course of a project, with one person or a small
group being responsible for the glossary. When defining terms, itis important that the
stakeholders are involved and agree on the terminology.

= Usage:In order to get the full benefit of a glossary, its use must be mandatory. Work
products should be checked for proper glossary usage. Obviously, this means that
everybody involved in a project must have read access to the glossary.

When an organization develops related systems in multiple projects, it makes sense to
create a glossary at the enterprise level in order to achieve consistent terminology across
projects.

Creating, maintaining, and using a glossary consistently avoids errors and misunderstandings
concerning the terminology used. Working with glossaries is a standard best practice in RE.

3.6 Requirements Documents and Documentation Structures

It is not sufficient to work with requirements at the level of individual requirements.
Requirements must be collated and grouped in suitable work products, be they explicit
requirements documents or other RE-related documentation structures (such as a product
backlog).

Document templates (see Section 3.3.3) may be used to organize such documents with a
well-defined structure in order to create a consistent and maintainable collection of
requirements. Document templates are available in literature [Vole2026], [RoR02012] and in
standards [1S029148]. Templates may also be reused from previous, similar projects or may
be imposed by a customer. An organization may also decide to create a document template
as an internal standard.
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A requirements document may also contain additional information and explanations—for
example, a glossary, acceptance criteria, project information, or characteristics of the
technical implementation.

Frequently used requirements documents are:

= Stakeholder requirements specification: the stakeholders’ desires and needs that shall
be satisfied by building a system, seen from the stakeholders’ perspective. When a
customer writes a stakeholder requirements specification, it is called a customer
requirements specification.

= User requirements specification: a subset of a stakeholder requirements specification,
covering only requirements of stakeholders who are prospective users of a system.

= System requirements specification: the requirements for a system to be built and its
context so that it satisfies its stakeholders’ desires and needs.

= Business requirements specification: the business goals, objectives, and needs of an
organization that shall be achieved by employing a system (or a collection of
systems).

= Vision document: a conceptual imagination of a future system, describing its key
characteristics and how it will create value for its users.

Frequently used alternative documentation structures are:

» Product backlog: a prioritized list of work items, covering all requirements that are
needed and known for the product

= Sprint backlog: a selected subset of a product backlog with work items that will be
realized in the next iteration

» Story map: a visual two-dimensional organization of user stories in a product backlog
with respect to time and content

There is no standard or universal requirements document or documentation structure.
Accordingly, documents or documentation structures should not be reused from previous
projects without reflection.

The actual choice depends on several factors, for example:

» The development process chosen

= The project type and domain (for example, tailor-made solution, product
development, or standard product customizing)

» The contract (a customer may prescribe the use of a given documentation structure)

» The size of the document (the larger the document, the more structure is needed)
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3.7 Prototypes in Requirements Engineering

Prototypes play an important role both in engineering and design.

Definition 3.5 Prototype:

1. In manufacturing: A piece which is built prior to the start of
mass production.

2. In software and systems engineering: A preliminary, partial
realization of certain characteristics of a system.

3. In design: A preliminary, partial instance of a design solution.

Prototypes in software and systems engineering are used for three major purposes
[LiSZ1994]:

» Exploratory prototypes are used to create shared understanding, clarify
requirements, or validate requirements at different levels of fidelity. Such prototypes
constitute temporary work products that are discarded after use. Exploratory
prototypes may also be used as a means of specification by example. Such
prototypes must be treated as evolving or durable work products.

= Experimental prototypes (also called breadboards) are used to explore technical
design solution concepts, in particular with respect to their technical feasibility. They
are discarded after use. Experimental prototypes are not used in RE.

= Evolutionary prototypes are pilot systems that form the core of a system to be
developed. The final system evolves by incrementally extending and improving the
pilot system in several iterations. Agile system development frequently employs an
evolutionary prototyping approach.

» Requirements Engineers primarily use exploratory prototypes as a means for
requirements elicitation and validation. In elicitation, prototypes serve as a means of
specification by example. In particular, when stakeholders cannot express what they
want clearly, a prototype can demonstrate what they would get, which helps them
shape their requirements. In validation, prototypes are a powerful means for
validating the adequacy (see Section 3.8) of requirements.

= Exploratory prototypes can be built and used with different degrees of fidelity. We
distinguish between wireframes, mock-ups, and native prototypes.

=  Wireframes (also called paper prototypes) are low-fidelity prototypes built with paper
or other simple materials that serve primarily for discussing and validating design
ideas and user interface concepts. When prototyping digital systems, wireframes
may also be built with digital sketching tools or dedicated wireframing tools. However,
when using a digital tool for wireframing, it is important to retain the essential
properties of a wireframe: it can be built quickly, modified easily, and does not look
polished nor resemble a final product.
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=  Mock-ups are medium-fidelity prototypes. When specifying digital systems, they use
real screens and click flows but without real functionality. They serve primarily for
specifying and validating user interfaces. Mock-ups give users a realistic experience
of how to interact with a system through its user interface. They are typically built
with dedicated prototyping tools.

= Native prototypes are high-fidelity prototypes that implement critical parts of a
system to an extent that stakeholders can use the prototype to see whether the
prototyped part of the system will work and behave as expected.

They serve both for specification by example and for thorough validation of critical
requirements. Native prototypes may also be used to explore and decide about
requirements variants for some aspect—for example, two different possible ways of
supporting a given business process.

Depending on the degree of fidelity, exploratory prototypes can be an expensive work
product. Requirements Engineers have to consider the trade-off between the cost of
building and using prototypes and the value gained in terms of easier elicitation and reduced
risk of inadequate or even wrong requirements.

3.8 Quality Criteria for Work Products and Requirements

Obviously, Requirements Engineers should strive to write good requirements that meet given
quality criteria. RE literature and standards provide a rich set of such quality criteria.
However, there is no general consensus about which quality criteria shall be applied for
requirements. The set of criteria presented in this subsection aims to provide a proven
practice at foundation level.

Modern RE follows a value-oriented approach to requirements (see Principle 1in Chapter 2).
Consequently, the degree to which a requirement fulfills the given quality criteria shall
correspond to the value created by this requirement. This has two important consequences:

= Requirements do not have to fully adhere to all quality criteria.
= Some quality criteria are more important than others.

We distinguish between quality criteria for single requirements and quality criteria for RE
work products such as RE documents or documentation structures.

For single requirements, we recommend using the following quality criteria:

» Adequate: the requirement describes true and agreed stakeholder needs.

= Necessary: the requirement is part of the relevant system scope, meaning that it will
contribute to the achievement of at least one stakeholder goal or need.

= Unambiguous: there is a true shared understanding of the requirement, meaning that
everybody involved interprets it in the same way.

= Complete: the requirement is self-contained, meaning that no parts necessary for
understanding it are missing.

= Understandable: the requirement is comprehensible to the target audience, meaning
that the target audience can fully understand the requirement.
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= Verifiable: the fulfillment of the requirement by an implemented system can be
checked indisputably (so that stakeholders or customers can decide whether or not a
requirement is fulfilled by the implemented system).

Adequacy and understandability are the most important quality criteria. Without them, a
requirement is useless or even detrimental, regardless of the fulfillment of all other criteria.
Verifiability is important when the system implemented must undergo a formal acceptance
procedure.

Some people use correctness instead of adequacy. However, the notion of correctness
implies that there is a formal procedure for deciding whether something is correct or not. As
there is no formal procedure for validating a documented requirement against the desires
and needs that stakeholders have in mind, we prefer the term adequacy over correctness.

For work products covering multiple requirements, we recommend applying the following
quality criteria:

= Consistent: no two requirements, recorded in a single work product or in different
work products, contradict each other.

= Non-redundant. each requirement is documented only once and does not overlap
with another requirement.

= Complete: the work product contains all relevant requirements (functional
requirements, quality requirements, and constraints) that are known at this pointin
time and that are related to this work product.

» Modifiable: the work product is set up in such a way that it can be modified without
degrading its quality.

= Traceable: the requirements in the work product can be traced back to their origins,
forward to their implementation (in design, code, and test), and to other requirements
they depend on.

» Conformant:.if there are mandatory structuring or formatting instructions, the work
product must conform to them.

3.9 Further Reading

Mavin et al. [MWHN2009] introduce and describe the EARS template. Robertson and
Robertson [RoR02012] describe the Volere templates. Goetz and Rupp [GoRu2003],
[Rupp2020] discuss rules and pitfalls for writing requirements in natural language. Cockburn
[Cock2001] has written an entire book about how to write use cases. Lauesen [Laue2002]
discusses task descriptions and also provides some examples of real-world RE work
products.

The ISO/IEC/IEEE standard 29148 [ISO29148] provides many resources concerning RE work
products: phrase templates, quality criteria for requirements, and detailed descriptions of
the content of various RE work products, including a document template for every work
product. Cohn [Cohn2010] has a chapter on how to frame requirements in a product
backlog.
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Gregory [Greg2016] and Glinz [Glin2016] discuss the problem of how detailed requirements
should be specified and to what extent complete and unambiguous requirements
specifications are possible.

Numerous publications deal with using models to specify requirements. The UML
specification [OMG2017], as well as textbooks about UML, describe the models available in
UML. Hofer and Schwentner [HoSch2020] introduce domain modeling with domain
storytelling. [OMG2013] and [OMG2018] describe the modeling languages BPMN for
modeling business processes and SysML for modeling systems, respectively. The books by
Booch, Rumbaugh, and Jacobson [BoRJ2005], [JaSB2011], [RudB2004] give more depth
and (practical) applications of UML.

Furthermore, the following books and articles are recommended for more thorough
knowledge and patterns in modeling requirements: [DaTW2012], [Davi1993], [Fowl1996],
[GHJV1994]. [LiSS1994] and [Pohl2010] provide a better understanding of the quality
aspects of models.
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4 Practices for Requirements Elaboration

In the previous chapters, we learned about the nature of requirements as the representation
of the wishes and needs of people and organizations for something new (e.g., a system to be
developed or adapted), about the principles that underlie the production of the
requirements, and about ways to capture the requirements in documentation. We establish
requirements before we build or modify a (part of a) system to ensure that the systemis
useful for—and accepted by—the people or the organization that requested it. These
requirements then serve as input for a development team that will build and implement the
system.

This is Requirements Engineering in a nutshell; it happens, explicitly or often implicitly,
whenever and wherever people try to develop something. In principle, the quality of the
requirements determines the quality of the output of the subsequent development. Without
proper requirements, itis unlikely that the resulting system will be useful. Therefore, it is
important to elaborate the requirements in a professional way. This necessitates an explicit
definition of the how to: the practices to be used for high-quality elaboration.

That is what this chapter is about: it gives an overview of the tasks, activities, and practices
that are relevant for anyone involved in Requirements Engineering. It starts with the search
for potential sources of requirements and it ends with the delivery of a single, consistent,
understandable, and agreed set of requirements that can serve as input for the efficient
development, maintenance, and operation of an effective system.

The first task in every Requirements Engineering effort will be identifying and analyzing
potential sources for requirements. This may seem like a simple and obvious task, but as we
will see in Section 4. 1, there are quite a few aspects that need to be considered and
analyzed. Overlooking a source will inevitably lead to poor or even missing requirements and
therefore degrade the quality of the resulting system.

The next step is eliciting the requirements from these sources. It is like drawing water from a
well: you never know what is in the bucket until you have brought it to the surface. In
Requirements Engineering, this task is called elicitation; it is explained in Section 4.2. In
elicitation, we turn implicit desires, wishes, needs, demands, expectations, and whatever else
into explicit requirements that can be recognized and understood by all parties involved.

However, when you ask two people about their requirements for a certain system, you will
rarely get exactly the same answers. In a whole series of requirements elicited from different
sources, it is almost certain that some of them will be conflicting. As it is impossible to
implement conflicting requirements in one and the same system, conflict resolution will
always be an important task in Requirements Engineering, as described in Section 4. 3.

Section 4. 4 is devoted to the final task in Requirements Engineering: the validation of
requirements. The purpose of this step is to en